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D.O.T. 66

DEPARTMENT OF TRANSPORTATION
STATE OF GEORGIA

INTERDEPARTMENT CORRESPONDENCE

FILE: P. I. No. 0004393, Fulton County OFFICE Preconstruction
MSL-0004-00(393)
14th Streetscape/Pegestrian Improvements DATE  March 30, 2006

FROM @L&a‘é«gfﬂ Zgirkle, P.E., Assistant Director of Preconstruction

TO (ﬁ/ David E. Studstill, Jr., P.E., Chief Engineer
SUBJECT PROJECT CONCEPT REPORT

This project consists of pedestrian enhancements on both sides of 14th Street between West
Peachtree Street and Piedmont Avenue and on both sides of Crescent Avenue between 14th and
12th Streets. The proposed project will improve the pedestrian environment by creating a safe
pedestrian zone as well as improving pedestrian/vehicular visibility and pedestrian intersection
crossings. The existing conditions along the corridor lack adequate sidewalks, safe pedestrian
crosswalks and ADA accessibility.

The proposed construction will provide pedestrian enhancements including wider sidewalks, street
trees, street lights, pedestrian lighting, and trash receptacles within the project limits. The project
length extends 2,777'+ along 14th Street and 825'+ along Crescent Avenue. A minor amount of
additional right-of-way and permanent construction easements will be required.

Environmental concerns include requiring a Categorical Exclusion be prepared; a public hearing
open house is not required; time saving procedures are appropriate.

The estimated costs for this project are:

PROPOSED APPROVED FUNDING PROGDATE
Construction (includes E&C
and inflation) $4,413,000 $4,413,000 RRB 2007
Right-of-Way & Utilities* . Local Local

*City of Atlanta signed PMA on 2-23-04 for PE, right-of-way, utilities and construction.



David Studstill
Page 2

P. I. No. 0004393, Fulton
March 30, 2006

I recommend this project concept be approved.
MBP:JDQ/c¢j

Attachment

P
CONCUR
Budd§/Gratton, P.E., Director of Preconstruction

seerove O VS LA T

David E. Studstill, Jr., P.E., Chief Engineer



TRCEIVED
MAR 1 5 2006

DEPARTMENT OF TRANSPORTATION ]
STATE OF GEORGIA - |

Districl Seven Preconstruction
PROJECT CONCEPT REPORT

Project Number: MSL-0004-00 {(393)
County: Fulton
P.1. No. 0004393

Federal Roule Number: N/A
State Route Number: N/A

Recommendation for Approval:
pATE_/XD /6L

mgrarngjggm

The concept as presented herein and submitted for approval is consistent with that which is included in
the Regional Transportation Plan {RTP) and the Stale Transporiation Improvement Program

Ay

St artation P%’&zming Administrator
Office of Financial Managemenl Administrator
PAtE:. i
Stale Environmental/Location Enginesr
BREE . L2 SR s : : 5
State Traffic Safety & Design Engineer
DATE

Project Review Engineer



DEPARTMENT OF TRANSPORTATION
STATE OF GEORGIA

District Seven Preconstruction
PROJECT CONCEPT REPORT
Project Number: MSL-0004-00 (393)
County: Fulton
P.1. No. 0004393

Federal Route Number: N/A
State Route Number: N/A

Recammendation far Approval:

ssve_iElie Wity ottt
: _ Pr;j[?w angger

DATE 2,52%3[9 & (z};m o
Disirict Enalkeer

The concept as presented herein and submitted for approval is consistent with that which is included in
the Regional Transportation Plan {RTP) and the State Transporiation Improvement Program
(STIPL

DATE e S

State Transportation Planning Adminisirater
7 % 2 SO Sl

Office of Financial Management Administrator

e Si:'{e E‘p;.sir{:z‘ﬂe?2}l_ocatim‘s Engineer
DATE 3 [L'OL_ ./

______________________ State Traffic Satety & Design E-ﬁgar*cer

DATE

Project Review Enginesy



DEPARTMENT OF TRANSPORTATION
' STATE OF GEORGIA

District Seven Preconstruction
PROJECT CONCEPT REPORT
Project Number: MSL-0004-00 (393)
County: Fulton
P.L No. 0004393

Federal Route Number: N/A
State Route Number: N/A

Recommendation {or Approval;

DATE_Z/X 2!@; - ?Z’ﬂ;é Z (,,(5@'.’{4/

: Proje anager
DATE 2[23;322;; 5 T-odh SR
_ | “Dislrict Engikger

~ The concept as presented herein and submitted for approval is consistent with that which is included in
the Regional Transportation Plan {RTP) and the 3iaie Transportation Improvement Program
(STIP). :

DATE 7

: yzxﬁsponatiwfﬂing Adminisirator
oare 3~ 29-0C e
ﬂ'ﬁcc of Financial Mandgement Administrator

AR L . '
' State Environmental/Location Engineer
DATE s
State Traffic Safety & Design Enginecr
DATE

Projec'tm?evicw Engineer




NOTICE OF LOCATION AND DESIGN APPROVAL

MSL-0004-66{393), Fulton County
P.J No, 00043093

Notice is hereby given in compliance with Georgia Code 22-2-109 that the Georgia
Department of Transportation has approved the Location and Design of the above
project.

Date of Location and Design Approval: Aﬂﬁ/ C ?l IWb

This project is a pedestrian enhancement improvement along 147 St beginning at
Picdmont Avenue to West Peachtree St and along Crescent Ave. from 12 8§t 10 14" St
The proposed project consists of pedestrian enhancements including wider sidewalks,
strect trees, street lighting, pedestrian lighting, and trash receptacles on both sides of 14
Street between West Peachtree Street and Piedmont Avenue and on both sides of
Crescent Avenuc between 147 and 12% Sweets.  The project length extends
approximately 2777 linear Teet along 14™ St and 825 linear feet along Crescent Ave, A
minor amount of additional right-of-way and permancnt construction casements will be
required o construct the proposed improvements, but no displacements will be necessary.

Drawings of maps or plats of the proposed project, as appraved, are on file and are
availablc for inspection al the Georgia Department of Transportation:

Mark Sanford, Arca 4 Engineer
Georgia Department of ransportation
District 7 Arca 4 Office
21 Claire Drive
Atlanta, GA 30318
Telephone: 404-624-2436/2440
Facsimile: 404-0624-2433
Email: mark sanford@idot.state va,us

Any nterested party may oblain a copy of the drawings or maps or plats or portions
thereof by paying a nominal fee and requesting in writing to:

Mike Lobdell, P.E., District 7 Preconstruction Engineer
Georgia Department of Transportation
300 Canitol Ave,
Atlanta Ga, 30334
Telephone: 404-463.4947
Facsirmile: 77-986-1622
Email: mikelobdellz dostate.za.us

Any written request or communication in reference to this project or notice should
melude the Project and P.1L Numbers as noted at the wp of this notice.



DEPARTMENT OF TRANSPORTATION
STATE OF GEORGIA

INTERDEPARTMENTAL CORRESPONDENCE

FILE: MSL-0004-00(393) OFFICE: District Seven
14" Street from W. Peachtree St. to Piedmont Ave, Chamblee
Pl NO. 0004393

ﬁ%-’tf

; =l
FROM: Bryant Poole, District Engineer

DATE: 2/23/2006

TO: Meg Pirkle, Assistant Director of Preconstruction

SUBJECT: Concept Report Review

Attached please find the concept report with attachments for the above referenced project.
This is for your review and further handling.

I you have any questions please call Mike Lobdell at (404) 463-4947.

Altachments

Concept Report

ce: Brian Summers, Project Review Engineer
Harvey Keepler, State Environmental / Location Engineer
Keith Golden, State Traffic Safety & Design Engineer
Toseph Palladi, State Transportation Planning Administrator
Jamie Simpson, Office of Financial Management Administrator
File



DEPARTMENT OF TRANSPORTATION
STATE OF GEORGIA

District Seven Preconstruction
PROJECT CONCEPT REPORT

Project Number: MSL-0004-00 (393)
County: Fulton
P.L. No. 0004393

Federal Route Number: N/A
State Route Number: N/A

Recommendation for Approval;

DATE. 2/ J6t . _ﬁﬂé _;f“ﬂ%{({(f J

Proje
DATE Z,I_' Q;Eb 6&

The concept as presented herein and submitted for approval is consistent with that which is included in
the Regional Transportation Plan {RTPI and the State Transportation Improvement Program
(STIPL

DATE
Siate Transportation Planning Administrator
DATE
Office of Financial Management Administrator
DATE
State Environmental/Location Engineer
DATE S -
State Traffic Safety & Design Engineer
DATE

Project Review Engineer



Project Concept Report page 2
Project Number: MSL-0004-00{393)
P.1. No. 0004393

County: Fulton

PROJECT MAPS




Project Concept Report page 3
Project Number: MSL-0004-00{393)
P No. 0004393

County: Fulton

Meed and Purpose: The proposed project consists of pedestrian enhancements including wider
sidewalks, street trees, street lighting, pedestrian lighting, and trash receptacles on both sides of 147
Street between West Peachtree Street and Piedmont Avenue and on both sides of Crescent Avenue
between 14" and 12" Streets. The purpose of the project is to improve sidewalk conditions and
pedestrian safety and access along the corridor and to encourage a better balance betwesn pedestrians
and vehicles within the project area. The project also proposes a dedicated westbound bicycle lane
from Piedmont Ave. to Juniper 5t., which will connect with a future bicycle lane on one-way
southbound Juniper 3t to connect Piedmont Park with other parts of Midtown and Downtown. The
proposal includes only a shared vehicle/bicycle lane eastbound in this same area singe there js no
dedicated hicycle facility that would connect to it. All of these improvements will enhance the
accessibility along these corridors to the Arts Center Marta station as well as Piedmont Park.

The proposed project will improve the pedestrian environment by creating a safe pedestrian zone as
well as improving pedestrian/vehicular visibility and pedestrian intersection crossings. The existing
conditions along the corridor lack adequate sidewalks, safe pedestrian crosswalks and ADA
accessibility. The project includes pedestrian intersection improvements at 14th St. intersections with
the following streets: Piedmont Rd., Juniper St, and Crescent Ave. as well the intersections of
Crescent Ave. with 13" St. and 12" 5t. A new signalized pedestrian crosswalk |s proposed an Crescent
Ave. between 12" St. and 13" St.

Description of the proposed project: The streetscape project area includes approximately 2,777 linear
feet (0.53 miles) along 14" Street between Piedmont Avenue and West Peachtree Street (at this point
the project joins with GDOT project # NH3-0005-00 (945), Spring St. to West Peachtree 51.) in
addition there are approximately 825 linear feet {0.16 miles) alang Crescent Ave, between 14th 5t
and 12th Streel. The project is located within the City of Atlanta and Fulton County. The proposed
project includes pedestrian improvements including a 5' wide “furniture zone™ with concrete pavers,
street lights and trees and a 107 wide sidewalk on the north and south sides of 14" Street between
Piedmont Rd. and West Peachtree Street as well as on the east and west sides of Crescent Ave.
between 14th 5t. and 127 Street, There is also a proposed intersection improvernent at 14™ and
Juniper as it relates to the access to the Colony Square/Sheraton Hotel property. The existing right-
of-way varies from 45 to 85" wide. The proposed right of way does not differ from existing right-of-
way, except where individual property owners agree to donate permanent easements. In addition to
above, drainage issues will be addressed including potential problems that may be caused by the
proposed new bulb out at the SW corner of 14" St and Piedmont. Design standards to be adhered to
include: AASHTO, G.DL0O.T., and ADA standards.

Is the project located in a Non-attainment area? Yes x No

As a pedestrian project, the proposed improvements should not increase vehicle miles traveled
in the region. Rather, improved sidewalks, access and lighting may result in a reduction of
short-distance automobile trips.

PDP Classification: Major Mirtor %

Federal Oversight: Full Oversight ( ), Exempt{ X ), State Funded( ), ar Other {)

Functional Classification: Urban Minor Arterial

U. S. Route Number{s): N/A State Route Numberis): N/A



Project Concept Report page 4
Froject Number: MSL-0004-00(393)
F.I. No. 0004393

County: Fultan

Existing design features:

* 14" St is a two-way street with the number of travel lanes varying, being three to five east of
Peachtree St {nine feet six inches in width at the Juniper 5t. intersection) and four travel
lanes west of Peachtree St (typically ten feet six inches in width)., Muost of the corridor has
predominately &' wide concrete sidewalks with some portions in disrepair.

e Crescent Avenue is a two-way street with (2) travel lanes, Mast of the corridar has
predominately &' wide concrete sidewalks with most portions In disrepair.

* Posted speed 35 mph Minimum radius for curve: N/A Tangent section

= Maximum super-elevation rate for curve: N/A

s Maximum grade: 14" 5t. 5%, Crescent Ave. 5%

=  Width of right of way: 45 — 85 feet,

= [Major structures: None

= DMajor interchanges or intersections along the project: 14" Street with — Peachtree St
Juniper St. and Pledmont Avenue.

s Exjisting length of roadway segment 2,777 linear feet {0.53 miles) on 14" and 825 linear feet
(.16 miles) an Crescent.

Proposed Design Features:

« FProposed typical section{s); Woest of Peachtree Street, all existing roadway configurations,
alignments and lane widths to remain. East of Peachtree Street the following changes are
proposed:

= Elimination of the turn fane between Juniper 51, and Sterling Condominium entrance,
and creation of a bicycle path with the addition of a westbound bicycle lane (4n
eastbound bike lane will be added as a shared lane) from Peachtree to Piedmant.
Juniper Street is proposed to contain a seuthbound dedicated bicycle lane as part of a
future project. A westhound bicycle lane on 14" Street from Piedmont Avenue to
Juniper Street would provide dedicated bicycle access from Piedmont Park to other
portions of Midtown and Downtown Atlanta.

* Reconfiguration of Colony Square and Sheraton Hotel vehicular entrances on 14
Streel Lo include improved signalization with Juniper 5t

* Decreasing the width of 14" St. between Piedmont Rd. and approximately 2007 west
of 14" Place (front of Sterling stairway).

= Changing the existing lane configuration of 14" St. by eliminating the eastbound turn
tane, between Juniper 5t and Sterling Condominium entrance.

 The proposed pedestrian corridor includes a 5" wide “furniture zone” including concrete
pavers and/or landscape buffer and a 107 wide concrete sidewalk.
o Proposed Design Speed Mainline 35mph
« Proposed Maximum grade: Mo proposed changes to the existing road grade
*  Proposed Maximurn grade Side Street: No proposed changes to the existing side streets
grades
= Righi of way
= Width: 457-85",
= Easements; Temporary (), Permanent (X ), Utility { ), Other { ),
*  Typeof access contral: Full { ), Partial )} By Permit (x), Other { ).
=  Number of parcels: g-12
= Number of displacements: Business: 0, Residences: 0,Mohile homes: 0, Other :0



Project Concept Report page 5
Project Number: MSL-0004-00(293)
Pl No, 0004393

County: Fulton

s Structures:
»  Bridges None
*  Major intersections and interchanges: 14" Street with, Peachtree 5t., Juniper 5t. and
Piedmaont Avenue.
e Landscape:
= Allee Elms will be used along 14" St. on a 307 spacing
*  Bosgue Elms will be used on Crescent Ave, on a 40’ spacing
= Liriope groundcover will be installed in the planting wells at the base of the trees.
e Traffic control during canstruction:
= [One lane closed at affected area during sidewalk expansion and lane re-striping.
= Vehicular and pedestrian traffic will be maintained at all times during construction.
= Some lane closures will be necessary during construction and shall be marked per
GDOT and City of Atlanta Specifications.

« [Design Exceptions to controlling criteria anticipated:

UNDETERMINED YES NO
HORIZONTAL ALIGNMENT: () ] (X}
ROADWAYWIDTH: (] () (X}
SHOULDER WIDTH: () {3 (X}
VERTICAL GRADES; [ £ £X
CROSS SLOPES: () (3 (X}
STOPPING SIGHT DISTANCE: (] 8] (X}
SUPERELEVATION RATES: {1 () (X
HORIZDNTAL CLEARAMNCE: L& () (X3
SPEED DESIGN: () L (X}
VERTICAL CLEARANCE: () () (X}
BRIDGE WIDTH: L} i) (X}
BRIDGE STRUCTURAL CAPACITY: (] {2 (X}

= Design Variance
= Lane widths
*  Horizontal clearance: A design variance regarding horizontal clearance will be needed
for the proposed placement of street lighting and street trees 3 feet from the face of
curb to the centerline of the lights and trees.
#  Epnvironmental concerns: MNone.
= Level of environmental analysis;
= Are Time Savings Procedures appropriate? Yes (X}, No (),
»  Categorical exclusion {X],
*  Environmental Assessment/Finding of Mo Significant Impact (FONSI) { ), or
»  Environmental Impact Statement (E15) ().
= Utility involvements: Local utilities including Georgia Fower, Bell South, Camcast,
Atlanta Gas Light, and the City of Atlanta have worked with Midtown Alliance to
promote coordinated location/relocation of utilities.



Project Concept Report page &
Froject Number: MSL-0004-00{393)
F.l. No. 0004393

County: Fulton

Froject responsibilities:

¢ Design, City of Atlanta/Midtown Alliance

e Right of Way Acquisition, City of Atlanta/Midtown Alliance

s Relocation of Utilities, City of Atlanta/Midtown Alliance

s Letting to contract, City of Atlanta /Midtown Alliance

s Supervision of construction, City of Atlanta/Midtown Alliance
s Providing material pits. None

s Providing detours. None

Coordination

* [nitial Concept Meeting date and brief summary. N/A
s Concept meeting date and brief summary; October 24, 2005
= P.A. R. meetings, dates and results. NA
= FEMA, USCG; andfor TVA NA
s Public involvement:
= Spring 1997- Blueprint Midtown Public Work Sessions
Fall 2003- Blueprint Midtown [T Public Weork Session
stakeholder Meetings- Summer and Fall 2005
Public Meeting- TED
Feriodic condominium stakeholder meetings- 2003-04
» Local government comments. — City of Atlanta strongly supports the project
s (ther projects in the area.
*  Woest Peachtree Street (North Ave. to 14™) - P.1. 0002845
* Peachtree Street (10" to 1-85) — P.1. 0004390
= West Peachtree Street (14™ to Peachtree) - P.1. 0006980

» 14" Street Bridge (Fowler to West Peachtree)
Railroads: Mane

Scheduling — Respansible Parties’ Estimate

= Time to complete the environmental process: & Maonths.

* Time to complete preliminary construction plans: 4 Months,
s Time to complete right of way plans: 2-3 Months,

+ Time to complete the Section 404 Permit: Not applicable.

* Time to complete final construction plans: _*4-5 Months, *runs concurrently with completion
of B/W plans and environmental documentation.

Time to complete purchase of right of way: Not applicable,

List other major items that will affect the project schedule: Time to acquire right of way
through easement donations from property owners: 2-3 manths

Other alternates considered:
Mo Build Alternative

Attachments:

1.

2

3.
4,
3.

Cost Estimates: Construction including E&C: $4,412,068.10

. Traffic Study

Concept Meeting Minutes
Traffic Accident Data
Draft Request for Design Variance
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Froject Number: M5L-0004-00(393}

P.I. Mo, 0004393

County: Fulton
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NOTICE OF LOCATION AND DESIGN APPROVAL

MSL-0004-00(393), Fulton County
P.I. No. 0004393

Notice is hereby given in compliance with Georgia Code 22-2-109 that the Georgia
Department of Transportation has approved the Location and Design of the above
project.

Date of Location and Design Approval:

This project is a pedestrian enhancement improvement along 14" St beginning at
Piedmont Avenue to West Peachtree St. and along Crescent Ave. from 12 St to 14" St.
The proposed project consists of pedestrian enhancements including wider sidewalks,
strect trees, street lighting. pedestrian lighting, and trash receptacles on both sides of 14"
Street between West Peachtree Street and Piedmont Avenue and on both sides of
Crescent Avenue between 14" and 12" Streets.  The project length extends
approximately 2777 linear feet along 14" St. and 825 linear feet along Crescent Ave, A
minor amount of additional right-of-way and permanent construction casements will be
required to construct the proposed improvements, but no displacements will be necessary.

Drawings of maps or plats of the proposed project, as approved. are on file and are
available for inspection at the Georgia Department of Transportation:

Mark Sanford, Arca 4 Enginecr
Georgia Department of Transportation
District 7 Area 4 Office
21 Claire Drnive
Adlanta, GA 30315
Telephone: 404-624-2436/2440
Facsimile: 404-624-2433
Email; mark sanfordi@dot.state. pa,us

Any interested party may obtain a copy of the drawings or maps or plats or portions
thereof by paying a nominal fee and requesting in writing to:

Mike Lobdell, P.E., District 7 Preconstruction Engineer
Greorgia Department of Transportation
300 Capitol Ave.
Atlanta Ga. 30334
Telephone: 404-463-4947
Facsimile: 770-986-1022
Email: mikelobdellidot state.pa.us

Any written request or communication in reference to this project or notice should
include the Project and P.I. Numbers as noted at the top of this notice.



BUDGET ESTIMATE
14th Street Crescent Streetscape Project

DESCRIPTION

TOTAL PRICE

Adjust utilities to grade, relocate utility poles, hydranis, re-sel signs H83,853.00
Concrete sidewalk, Sub-base, Pavers, and Wheelchair ramps 278,496,867
Granite curbs $169,835.60
Demglition $403,459.35
Earthwork £111,804.00
Erosion Control $67.015.85
Driveway Aprons £25,994.43
Paving £189,833.88
Landscaping 5203.623.04
Lights $1,238,861.53
Maobilization $79,860.00
Traffic Control $75 860.00
Traffic Signals $279.510.00
Storm Drainage £148,988.81
Concrete Retaining Wall $0.00
Crosswalks and pavement markings, signs $175.620.90
Fumiture, bollards, banners, trash cans £27.019.30
Subtotal| $3,563,706.37
10% Design and Construction Centingency]  $356,370.64

Subtotal

$3,920,077.01

2006 4.5 % inflation

$176,403.47

Subtotal

$4,096,480.47

2007 4.5% inflation

3184341 .62

Grand Subtotal | $4,280,822.10
Silverman Project Management Fee $84,032.00
GreenbergFarrow Construction Administration Fee|  $47,214.00

Total Construction Cost Estimate

$4,412,068.10
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TECHNICAL MEMORANDUM

DATE: January 17, 2006

PREPARED FOR: Sarah Yates
Silverman Construction Program Management, Inc.

PREPARED BY:  Paul A. Slone, P.E., PTOE
Grady Smith, Senior Project Manager

SUBJECT: 14" Street Traffic Analysis

PROJECT: 14" Streetscape/Pedestrian Improvements

The following text and graphics consist of the technical analysis and documentation for the
subject project task(s).

PROJECT CONCEPT

Fourteenth Street from Peachiree Street to Piedmont Road will receive strestscape and
pedestrian facility improvements. These improvements involve sidewalk and strestscape
enhancements as well as the addition of a dedicated westbound bike lane and a “share the
road” eastbound bike lane, providing bike facilities in both directions.

The project concept is presented in Figures 1 and 2 attached to the end of this memorandum,.

PROBLEM STATEMENT
The intent of the traffic analysis was to answer the following questions:

* Does the removal of an eastbound left turn lane from east of Juniper 5t to the Sterling
Condominium entrance adversely affect left turning traffic into the access points on the
narth side of 14" Street?

= What are the impacts of reconfiguring and reversing Internal traffic flow of the Sheraton
Hotel driveway on 14" Street operations?

METHODOLOGY

The study area was defined as the length of 14" Street between Peachtree Street and
FPledmont Road. 1tincluded the following intersections and access points:

+ Peachiree Street

s Juniper Street

= Two Sheraton Hotel access points

= Two Colony Square parking garage access points

» The shared Colony Square and Sheraton Hotel loading dock
s The Mayfair Condominium access points

= The parking garage access point for Sterling At The Park



14" Street Technical Memorandum
Page 2

Additional access points are present on the eastern half of 14" Street; however, the area of
mast concern was in the vicinity of Juniper Street, This was largely due to the close proximity of
these access points to the Juniper Street intersection and to each other,

Turning movement traffic data was collected at each of the intersections noted above on April
13, 2005. These traffic counts were performed manually. Various data refinement activities
occurred and selected intersections were recounted April 25, 2005, Additionally, traffic data for
AM and PM peak periods at Peachtree Street and 14" Street was available from a previous
project, and therefore was not recounted as part of this project. Exhibit A displays the traffic
forecasting methodology used to develop 2015 volume estimates. Diagrams illustrating the
traffic data collected are presented in Exhibits B-C attached to the end of this memorandum,

It should be noted that 14" Sireet has highly variable traffic from day to day. It was observed
after recounting certain intersections that peak hour traffic volumes could vary by as much as
200 vehicles in the peak {westbound) direction, To account for this variability, JJG used the
trips to and from the recounted entrances and combined it with the higher set of through
volumes recorded on 14" Street. This was done to provide a conservative analysis of the
exisling and proposed traffic conditions.

The analysis for this study was conducted for the current year (2005) and the proposed
conditions (estimated for the future year 2015). The following summarizes the specific

methodaologies applied for both unsignalized and signalized intersections.

The capacity of a road is defined to be the maximum number of vehicles that a facility can
accommodate with reasonable safety within a specified timeframe. Capacity is dependant upon
the number of intersection approaches, number lanes for various movements, and traffic signal
timing (at signalized intersections). The gualitative measure of operation for these facilities is
evaluated using "Level of Service”. Level of Service (LOS) is a scale from A through F, where
"A" is the best operating condition and "F" is the worst. Level of Service "E" represents a facility
operating at capacity.

To evaluate the impact of the proposed changes to 14" Strest, a traffic simulation model was
used. The Synchro/SimTraffic simulation modeling software was chosen for this project
because of its ability to analyze signalized and unsignalized intersections as well as produce an
animated simulation which makes comparing multiple alternatives very efficient. The analytical
methodologies used by the software reflect those in the Highway Capacity Manual, 2000
Update. The results of this analysis are displayed in Tables 1 and 2 for the AM and PM peak
hours respectively.

Table 1. AM Peak Period Levels of Service

AM Peak Analysis 2005 Existing 2015 No-Build 2015 Proposed

__Intarsautiun Delay/LO3 | Intersection Delay/LOS | Intersection Delay/LOS

A |_Approach Delay/LDS | Approach OelayLOS | Approach Delay/LOS
i e b EE |WB | NE | 58 | EE | WB | NB | 58 | EB | WB | NB | 5B

7 FEID) £ )
th Street 3t Pel s
5t Sleoscak hsldmort S ZA [ =c | suic] %A ] o 5o | em e ] 3ac | 2an
EE T 138
14th Street 3t Juniper Street :
i e RRL TN e e B ) e ) R G e

25/C 3C I
gric[1aB[2rcl e/ AL SC TSN [34IC [ JACT BB [ 380 [ 35T

141h Street ot Peachiroe Street
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Table 2. PM Peak Period Levels of Service

PM Peak Analysis 2005 Existing 2015 Mo-Bulld 2015 Proposed

T = oction DeiayiLOS | intersection Delay/LOS | Intersection Delay/LOS

—— Approach Delay/LOS | Approach Delay/lL0S | Approach Delay/LOS
Signalized Intsrsections EB |WE | NE | S6 | EB [WE ] NB [ 5B | EB | WB] NB | 5B

ZAC 350 SAIC

14th Street at Peidmont Street FET)| [zzc] 30| 52E =S EEE B B
32T 350 320

190 SRt Atdun per S Za1C] 35/0 [0 450 | 400 [ 4770 L] 4610 | 44D AUD ] ] 430
41D BO/E 5E/E

14th Streat at Peachires Street

son| eaic[aznlaem| raE [ercTasm [ v ree ] wmTaso ] roE

There are some limitations within the traffic modeling and simulation process. Neither Synchro
nor the Highway Capacity Manual can quantify the impacts of Access Management techniques
such as eliminating and/or combining access points. Access Management has been proven to
have the highest benefit in the area of safety, which cannot be gquantified by a roadway or
intersection capacity analysis.

RESULTS

The effects of removing the continuous eastbound left turn lane on 14" Street are not
significant. During the AM and PM peak periods, the number of turning vehicles in the area
where the continuous left turn lane currently exists is very light and manageable. Generally
speaking, updating the coordinated traffic signal timing plans on 14" Street as conditions
change is enough to mitigate the project impacts and maintain the no-build Levels of Service.

Using the simulation model, it was determined that the small number of left turning vehicles do
not cause major disruptions to eastbound traffic flow without a left turn lane. The highest
number of turns from the eastbound direction occurs af the parking garage for “Sterling at The
Park” during the midday. At this time the opposing westbound volume on 14" Street is much
less than that of the peaks and does not cause any problems.,

Access Management seeks to limit and consolidate access along major roadways, while
promoting a supportive street network and unified access and circulation systems far
development. The result is a roadway that functions safely and efficiently for its useful life, and
a more attractive corridor. All of these goals are part of the 14" Street Streetscape project.

Reversing the circulation pattern of the Sheraton Hotel will be beneficial for this project for the
following reasons:

= The Sheraton Hotel exit prior to Juniper Street would be eliminated. This is a safety
benefit for both pedestrians and vehicles.
o Reducing the number of access points on roadways has consistently been
shown as one of the best ways to reduce vehicular crashes
o Pedestrians are frequently found on the sidewalks of 14" Street. Reducing the
number of access points that pedestrians cross has also been proven to lower
crashes involving pedestrians

These benefits would reduce the number of access points used by the Sheraton Hotel without
hampering access to the hotel. In addition this will allow for signalization improvements of the
Juniper St. / 14" 5t. / Colony Square / Sheraton Hotel intersection. By combining the access
points this project will be able to have the signal work effectively for the entrance / exit, which it
currently does not. Also, maving the crosswalk to the east side of the intersection {o create a
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more obvious stopping point for westbound vehicular traffic will be a further benefit to the
functionality of the intersection.

Reversing the direction of the Sheraton Hotel loop, coupled with access management, would
benefit vehicles and pedestrians alike.

» The "clockwise” flow of traffic by the front door will move exiting traffic further away from
the Juniper Street intersection. This is a benefit to traffic flow on 14" Street, allowing
more distance to merge into the turn lanes for Juniper Street.

o Reduced rear-end collision potential for westbound 14" Street near the Juniper
Street intersection

a  Vehicles will be less likely to conflict with other vehicles from adjacent access
points,

o Reduction in the number of left turns from the garage onto 14" St and
elimination of left turns from 14™ St. into the Hotel entrance (proposed to become
the exit) by the reversal of the Hotel valet parking flow.

The work proposed west of Peachtree Street as part of the streetscape project will not impact
the capacity or operation of 14" Street, Reconstruction of existing sidewalk is proposed in this
area, along with the remaoval of the short deceleration lane in front of the Marriott Hotel. Due to
its shart length, this lane does not provide any benefit for right turning vehicles entering the
Marriott Hotel, and therefare its removal will not adversely affect traffic flow on 14™ Street.

SUMMARY

In summary, the proposed pedestrian facility, streetscape improvements, and access
management enhancements will not adversely impact the Colony Square parking garage,
Sheraton Hotel entrances, and other access points along the north side of 14" Street.
Furthermore, reconfiguration of 14" Street including the elimination of the continuous left turn
lane in proximity of the Mayfair Condominiums can be accommodated without significant
impacts to system traffic operations in the area. Overall, the aforementioned project will
encourage an increase in bike and pedestrian activity, while improving safety on 14" Street.
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Exhibit B - AM Peak Traffic Data

14 Street Streetscape Traffic Analysis
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Exhibit C - PM Peak Traffic Data

14" Street Streetscape Traffic Analysis
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MEETING MINUTES
14" Street/Crescent Avenue (P.I. #0004393)

Concept Team Meeting

SILVERMAN

October 24, 2005
LS TRUCTION

PROCGREAM

MANAGEMENT

Meeting Location: District 7 Pre-Construction Conference Room
MNotes by: Sarah Yates
Attendees Representing
Ted Crabtres GDOT
Ralph Merrow GDOT
Mike Lobdell GDOT
Jerrell Thompson GDOCT
Harris Robinson 11&G
Roger Henze GRTA
Bill Wright GDOT
Jessica Reyes GEDOT
Alania Stewart GDOT
Sharon Witherspoon GEDOT
Marshall Troup GDOT
Scott Lee GDOT
Paul Rogers GreenbergFarrow [GF)
Eric Bosman Urban Collage (UC)
Sarah Yates Silverman Construction Program Management (SCPM)
Greg Holder City of Atlanta
Item
&# Description
1 GDOT questioned the unsignalized crosswalk at 14" Place. Midtown's team agreed to
remove it.

2 GDOT questioned dedicated bike lane eastbound only. Midtown explained the bike route
rationale and agreed to include details in the revised Concept Report.

3 GDOT requested that lanes be widened to 11’ east of Juniper, with shared lane narrowed.

& GDOT Maintenance brought up the issue of the sight distance triangle and tree locations. Also
noted need for design variance for trees/lights at 3' behind curb.

5 Pattern in street at Piedmont - GF clarified that material is colored asphalt not pavers.
7] GDOT noted various cover sheet changes and map clarifications that are needed,
B Need and purpose statement should mention proximity to Pledmont Park and the Arts Center

MARTA station.

7 Remove tables containing traffic data; provide it in the attached traffic analysis only.

8 GDOT asked about traffic growth factor. 1J&G responded that they used a “historic” 1%.

g GDOT asked that type of tree be added as well as spacing.

Silverman Construction Program Management Page 1 of 2 Pages
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Item

# Description

10 Design variance will be needed for lane widths in addition to horizontal clearance.

11 Sight distam:;a conflict with proposed trees was discussed. If design is not in compliance with
GDOT regulations, and issue is listed in the Green Book as a “controlling criteria”, then a
design exception will be needed; if not, a design variance will suffice.

12 "T'iji{:al section — show distance of lights and trees from curb; also approximate ROW limits.

13 Remove TOPPS scoring sheet

14 Budget - change contingency to 10%; spread additional 10% throughout categories.

15 _Add accident data. SCPM to obtain from Donna Brantley.

16 Add L & D notice

17 Plans should be developed as closely as possible to GDOT standards in case Engineering

Services wants to review them.

If there are any exceptions or corrections to these minutes, please email them to Sarah Yates within
seven days of receipt, or minutes will stand as written.

Silverman Construction Program Managemeént Page 7 of 2 Pages
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DEPARTMENT OF TRANSPORTATION
STATE OF GEORGIA

FILE: MSL-0004-00{393] Fulten OFFICE: District 7 Pre-constructicn
Pl# 0004393 DATE: February 20, 2004
FROM: Paul REogers

GreenbergFamow, Inc,

Feter Drey Urban Design Studio
84 Peachtres 5t NW

suite 200

Atflanta, Georgia 30303

TO: M. Mike Lobdell
District Seven Pre-Construction Engineer
330 Capitel Avenue
Atlanta, Ga 30334

SUBJECT: Reguest for Design Exception,

Approval of Design Variances regarding horizontal clearance and lane widths is
requested for this project,

This project is funded with State of Georgia General Obligation Bond funds and provides
pedesinan and fransportation improvements to the public right-of-way as dictated by
Special Public Interest Zone 16, approved by the Aflanta City Council. Within the right-of-
way, transpertation ond pedestian improvements include streetscape imorovements
including new sidewalks, street trees, street furniture ond enhanced street and sidewalk
lighting.

The project is located within the City of Atlanta and Fulion County and improves City of
Atlonta streefs Fourtesnth Street and Crescent Avenue. starting ot appraximately 150
feet east of the intersection of Fourteenth Street and West Peachtree Street, extending
eagstward glong the Fourteenth Streef right-of-way unfil its termination at the westemn
boundary of Piedmont Park, and, on Crescent Avenue, starting at the intersection of
Twelfth Street and Crescent Avenue. and extending northward to a point approxkimately
twe hundred feet south of the Avenue's termination at its intersection with Fourteenth
street. The project length includes approximately 2,777 linear feet [0.53 miles) along 14
Street between Piadmont Avenue and West Peachiree Sheet (ot this point the project
[oins with GDOT project # NH3-0005-00 [945), Spring 5t fo West Peachtree 51.); in addition
there are approximately 825 linear feet (0,14 miles) along Crescent Ave. between | 4th 5t
and 12th Street.  The amount of G.O. bond funds opproved for the project is $4.481.492
including the 20% local match. The pested speed limit on 14" 51, is 30 and 35 miles per
hour. The design speedis also 30 and 35 miles per hour.

Horizontal Clearance Variance

A design variance is being reguested fo allow o minimum harizental clearance of 3 feet
from the face of curb to the center of light poles and frees. Lights and trees are
proposed fo be centered within a five-foot wide fumiture zone [measured from back of
curb] to provids a safety buffer bebween the heavily traveled sidewalks of the area and
the adjocent roadway



Projects that have recently received an identical horizental clearance variance are Peachtres
Street from 3¢ to 10" Street, Peachtree 54, from 10 51, to -85, West Peachiree 5t from North
Ave. to 141 5t and 100 5t from Piedmont Ave. to Williams 5t In addition GDOT has opproved
the identical horzontal clearance varionce for GDOT project #'s NHS-0001-00{2%78) & NH5-
0005-00(745] 14th Street from Barnes 5t. to W, Peachiree Street (P.l. Nos, 0001298 & 0005945)

which is contiguous to the subject project,

The position of ight poles with breakaway design and street frees is consistent with all of
these other streetscape projects. in Midtown as well s other sireetscape projects in
Midtown and Downtown Atlania and with multiple development projects that have
been consfructed on 141 Street aver the last five years. The proposed posifioning of the
light poles and trees within the 5-foof furmiture zone adjacent to the curb will provide a
wider, cleor sidewalk for pedestrian taffic whilte. maintaining  sight  tangles ot
intersections on o comdor that links MARTA train stations. multiple Midtown landmaorks,
Fiedmont Park, the proposed Allenta Symphony site, office buildings and several
residential buldings. Positioning the light poles and trees farther from the curh would
ploce them in the middle of the pedestian sidewalk rone creating o hazard to
pedestrians and a restriction to ADA operations. porticularly since there are no areas with
adjccent parking,

Travel Lane Width Variance

In cddition, a design variance is requested regarding the lane widths within the project
route. Due fo limited curb-to-curk width, the existing travel lanes range in width from a
rinimum of 9'6 (at the intersection of 14 5t. and Juniper $t.) and are an average of 10'-
&" wide. The proposed design refoins the existing curky locations except on the east end
of the project where the curb-io-curb dirnension will be narawed to remove a currently
stiped off area in the middle of the street and provide an adequately wide sidewalk at
this enfrance fo Piedmont Park across the sireef and in front of the old apartment
buildings that are bullt close to the road in this location,

West of Juniper 5t. the lane widths avernge 10°8" and will be unchanged. In the first
block east of Juniper 5t the project proposes to include 1 - 14" car/bicycle lane
eastbound, 3 - 10° lanes westbound and | — &' bicycle lane westbound, removing one
eastbound turn lane for a portion of this block. The curb-to-curk dimension will be
unchanged in this areq, but the narow 2'6" lanes will be widened. At the eosternmost
section of the project where o change in curb-to-curt dimension is being proposed. the
number of vehicular fravel lanes will be unchanged; the configuration will be as fallows: |
- 14" eastbound lane, 2 - 11" wide westbound lones and | - 5" westbound bicycle lane,
The: limited nght of way on 14t 5t does not gllow for widening of the roodway to widen
the existing lanes west of Juniper 51, nor would the project budget offord the expense of
altering the curb to curb dimensions,

We racommend approval of the design varignees in arder to provide an improved and
safer pedestrian comidor through wider sidewalks, new street lighting and landscaping.

Approved:. Dote:
Chief Engineer




