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County: Fulton 

PLANNING & BACKGROUND DATA 

P.l. Number: 0010328 

Project Justification Statement: This project is a Georgia Department of Transportation (GDOT) Local 

Let project, funded through the High Priority Projects (HPP) Program as part of the Safe, Accountable, 

Flexible, Efficient Transportation Equity Act a Legacy for Users. This project originated with the creation 

of the Johns Creek Intelligent Transportation Systems (ITS) Master Plan, which identified four corridors 

as a future project to expand the city's ITS. The ITS Master Plan is included as an attachment. 

The purpose of this project is to expand the City of Johns Creek's existing ITS and increase the 

operational efficiency of the roadway system. The work includes installing fiber optic communication, 

closed-circuit television (CCTV) cameras, and Ethernet switches at traffic signalized intersections. 

Completion of this work will provide the city with the ability to monitor traffic conditions on significant 

corridors throughout the city resulting in increased incident. response and clearance time, better traveler 

information to the public, and remote monitoring of traffic signals. 

The proposed project limits consist of four corridors around the City of Johns Creek. Detailed project 

limits are listed in the table below. 

Corridor Begin End length (mi) Intersections 

Old Alabama Road Mt. Pisgah Church Driveway Medlock Bridge Road 5.54 12 

Haynes Bridge Road Old Alabama Road Alvin Road 0.5 1 

Jones Bridge Road Old Alabama Road McGinnis Ferry Road 5J9 10 

McGinnis Ferry Road Medlock Bridge Road Jones Bridge Road 2.02 2 

Medlock Bridge Road Hospital Parkway Me'dioek-BTidge-R'ea&-* 0.25 0 
1\ll '-6-, ·nn ~ s Fe.r-ry lcc:Jt)A 

Description of the proposed project: The City of Johns Creek is developing a city wide ITS 
network; this project is to expand their existing system. This project includes converting existing 
signal systems to Internet protocol (IP) communications, installing video surveillance, and installing 
fiber and/or wireless communications to connect the Johns Creek Traffic Control Center (TCC) with 
these field devices. The project is located in the City of Johns Creek in Fulton County and is 
approximately 13.85 roadway miles long. ITS components will be designed and installed on Old 
Alabama Road, Haynes Bridge Road, Jones Bridge Road, and McGinnis Ferry Road, as shown in the 
chart above. A 72 fiber cable will be installed in existing conduit along McGinnis Ferry Road from 
Sargent Road to Medlock Bridge Road and on Medlock Bridge Road from McGinnis Ferry Road to 
Hospital Parkway. These corridors are Urban Minor Arterial Streets consisting of two lanes except at 
major intersections where the typical section changes to four through lanes, left turn lanes, and 
right turn lanes. 

The City of Johns Creek has an existing ITS Master Plan, which includes a Concept of Operations for 
the TCC. The system will be used to monitor and manage traffic through control and 
communications devices from the TCC. The purpose of the system is to reduce incident response 
time, crashes, congestion, delay, and travel time. Other goals include improving traffic flow, travel 
speed, and commute responsibility. 

Federal Oversight: D Full Oversight 

MPO: ON/A 

~Exempt Ostate Funded D Other 

~ MPO- Atlanta Regional Commission (ARC) 
MPO Project TIP# FN-261 

CCTVs 

6 
1 
4 

0 

0 
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Regional Commission:  N/A    RC – Atlanta Regional Commission  

RC Project ID # FN-261 
Congressional District(s):  6 & 7  
 
Projected Traffic: 
Current Year (20WW):   N/A   Open Year (20XX):   N/A Design Year (20YY):  N/A 
 
Functional Classification (Mainline):  Urban Minor Arterial Street  
 
Is this project on a designated bike route?   No   YES  
 
Is this project located on a pedestrian plan?   No   YES   
 
Is this project located on or part of a transit network?  No   YES   
 

CONTEXT SENSITIVE SOLUTIONS 
 
Issues of Concern:   N/A 
 
Context Sensitive Solutions:  N/A 
 

DESIGN AND STRUCTURAL DATA 
 
Mainline Design Features:   
 
Old Alabama Road 

Feature Existing Standard* Proposed 
Typical Section    
- Number of Lanes  2-6 (varies) N/A N/A 
- Lane Width(s) 11’-12’ N/A N/A 
- Median Width & Type N/A N/A N/A 
- Outside Shoulder Width & Type N/A N/A N/A 
- Outside Shoulder Slope N/A N/A N/A 
- Inside Shoulder Width & Type N/A N/A N/A 
- Sidewalks  Location Varies N/A N/A 
- Auxiliary Lanes  N/A N/A N/A 
- Bike Lanes N/A N/A N/A 
Posted Speed 45 mph  N/A 
Design Speed N/A N/A N/A 
Min Horizontal Curve Radius N/A N/A N/A 
Superelevation Rate N/A N/A N/A 
Grade N/A N/A N/A 
Access Control N/A N/A N/A 
Right-of-Way Width 62’ – 86’ (varies)**  N/A N/A 
Maximum Grade – Crossroad N/A N/A N/A 
Design Vehicle N/A N/A N/A 

*According to current GDOT design policy if applicable 
**Right-of-Way Widths and corresponding milepost are in Appendices. 
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Haynes Bridge Road 

Feature Existing Standard* Proposed 
Typical Section    
- Number of Lanes  3-5 (varies) N/A N/A 
- Lane Width(s) 11’-12’ N/A N/A 
- Median Width & Type N/A N/A N/A 
- Outside Shoulder Width & Type N/A N/A N/A 
- Outside Shoulder Slope N/A N/A N/A 
- Inside Shoulder Width & Type N/A N/A N/A 
- Sidewalks  Yes N/A N/A 
- Auxiliary Lanes  N/A N/A N/A 
- Bike Lanes N/A N/A N/A 
Posted Speed 45 mph  N/A 
Design Speed N/A N/A N/A 
Min Horizontal Curve Radius N/A N/A N/A 
Superelevation Rate N/A N/A N/A 
Grade N/A N/A N/A 
Access Control N/A N/A N/A 
Right-of-Way Width 100’  N/A N/A 
Maximum Grade – Crossroad N/A N/A N/A 
Design Vehicle N/A N/A N/A 

*According to current GDOT design policy if applicable 
 
Jones Bridge Road 

Feature Existing Standard* Proposed 
Typical Section    
- Number of Lanes  2-7 (varies) N/A N/A 
- Lane Width(s) 11’-12’ N/A N/A 
- Median Width & Type N/A N/A N/A 
- Outside Shoulder Width & Type N/A N/A N/A 
- Outside Shoulder Slope N/A N/A N/A 
- Inside Shoulder Width & Type N/A N/A N/A 
- Sidewalks  Yes N/A N/A 
- Auxiliary Lanes  N/A N/A N/A 
- Bike Lanes N/A N/A N/A 
Posted Speed 45 mph  N/A 
Design Speed N/A N/A N/A 
Min Horizontal Curve Radius N/A N/A N/A 
Superelevation Rate N/A N/A N/A 
Grade N/A N/A N/A 
Access Control N/A N/A N/A 
Right-of-Way Width 80’ – 106’ (varies)** N/A N/A 
Maximum Grade – Crossroad N/A N/A N/A 
Design Vehicle N/A N/A N/A 

*According to current GDOT design policy if applicable 
**Right-of-Way Widths and corresponding milepost are in Appendices. 
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McGinnis Ferry Road 

Feature Existing Standard* Proposed 
Typical Section    
- Number of Lanes  2-5 (varies) N/A N/A 
- Lane Width(s) 11’-12’ N/A N/A 
- Median Width & Type Width varies 0’-30’, Grass N/A N/A 
- Outside Shoulder Width & Type N/A N/A N/A 
- Outside Shoulder Slope N/A N/A N/A 
- Inside Shoulder Width & Type N/A N/A N/A 
- Sidewalks  Yes N/A N/A 
- Auxiliary Lanes  N/A N/A N/A 
- Bike Lanes N/A N/A N/A 
Posted Speed 45 mph  N/A 
Design Speed N/A N/A N/A 
Min Horizontal Curve Radius N/A N/A N/A 
Superelevation Rate N/A N/A N/A 
Grade N/A N/A N/A 
Access Control N/A N/A N/A 
Right-of-Way Width 100’; 80’ at Sargent intersection N/A N/A 
Maximum Grade – Crossroad N/A N/A N/A 
Design Vehicle N/A N/A N/A 

*According to current GDOT design policy if applicable 
 
Major Structures: N/A  
 
Major Interchanges/Intersections:   

• Old Alabama Road at SR 141/Medlock Bridge Road 
• Old Alabama Road at Jones Bridge Road 
• Jones Bridge Road at State Bridge Road 
• Jones Bridge Road at Abbotts Bridge Road 

 
Utility Involvements: There are no anticipated utility impacts. Power service will be required for 
CCTV camera installations. Utility companies in the area are as follows: 

• Sawnee Electric Membership Corporation 
• Georgia Power Distribution 
• AGL Resources 
• AT&T Telecommunications 
• Comcast 
• Fulton County Public Works 
• Verizon Business 

 
Public Interest Determination Policy and Procedure recommended (Utilities)?   YES  NO  
 
SUE Required:     Yes   No 
 
Railroad Involvement: N/A 
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Right-of-Way:  
Required Right-of-Way anticipated:    YES   NO   Undetermined 
Easements anticipated:    Temporary  Permanent  Utility  Other 
 

Anticipated number of impacted parcels:   N/A  
 Anticipated number of displacements (Total): N/A  
  Businesses:    N/A 

 Residences:    N/A 
 Other:     N/A 

 
Location and Design approval:   Not Required  Required 
 
Off-site Detours Anticipated:  No   Yes    Undetermined  
 
Transportation Management Plan Anticipated:     YES   NO  
 
Design Exceptions to FHWA/AASHTO controlling criteria anticipated: 

FHWA/AASHTO Controlling Criteria YES 
Appvl Date 

(if applicable)  NO Undetermined 
1. Design Speed  N/A   
2. Lane Width  N/A   
3. Shoulder Width  N/A   
4. Bridge Width  N/A   
5. Horizontal Alignment  N/A   
6. Superelevation  N/A   
7. Vertical Alignment  N/A   
8. Grade  N/A   
9. Stopping Sight Distance  N/A   
10. Cross Slope  N/A   
11. Vertical Clearance  N/A   
12. Lateral Offset to Obstruction  N/A   
13. Bridge Structural Capacity  N/A   

 
Design Variances to GDOT standard criteria anticipated:  

GDOT Standard Criteria 
Reviewing 

Office YES 
Appvl Date 

(if applicable) NO Undetermined 
1.  Access Control  

-  Median Opening Spacing 
DP&S  N/A   

2. Median Usage & Width DP&S  N/A   
3. Intersection Skew Angle DP&S  N/A   
4. Lateral Offset to Obstruction DP&S  N/A   
5. Intersection Sight Distance DP&S  N/A   
6. Bike & Pedestrian Accommodations  DP&S  N/A   
7. GDOT Drainage Manual DP&S  N/A   
8. Georgia Standard Drawings DP&S  N/A   
9. GDOT Bridge & Structural Manual Bridge Design  N/A   
10.  Roundabout Illumination  

-  (if applicable) 
DP&S  N/A   

11. Rumble Strips/Safety Edge DP&S  N/A   
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VE Study anticipated:    No   Yes    Completed – Date:  N/A 
 

ENVIRONMENTAL DATA 
 
Anticipated Environmental Document: 
 GEPA:   NEPA:    Categorical Exclusion*  EA/FONSI EIS 
*This project will require a Programmatic Categorical Exclusion 
 
Air Quality: 
Is the project located in a PM 2.5 Non-attainment area?   No   Yes 
Is the project located in an Ozone Non-attainment area?   No   Yes 
This project is exempt from Air Quality analysis. 
 
Environmental Permits/Variances/Commitments/Coordination anticipated:   
 

Permit/ Variance/ Commitment/ 
Coordination Anticipated YES NO Remarks 

1.  U.S. Coast Guard Permit     
2. Forest Service/Corps Land    
3. CWA Section 404 Permit   Undetermined at this time. 
4. Tennessee Valley Authority Permit    
5. Buffer Variance   Undetermined at this time. 
6. Coastal Zone Management 

Coordination 
   

7. NPDES    
8. FEMA    
9. Cemetery Permit    
10. Other Permits    
11. Other Commitments   Possible Historic Boundaries 
12. Other Coordination   PM 2.5 Coordination 

 
 
Is a PAR required?  No   Yes    Completed – Date:  N/A 
 
NEPA/GEPA:  Beginning stages of preparation for NEPA document. No known issues or risks at this 
time.  
 
Ecology:  Ecology studies have not started, but the protected species in Fulton County are as 
follows. It is anticipated that potentially sustainable habitat may exist in the project area for the 
Georgia Aster, Dwarf Sumac, Chattahoochee Crayfish, Pink Ladyslipper, Yellow Ladyslipper, and 
Bluestripe Shiner.   
 

Animal Plant 
Cherokee Darter (US) Dwarf Sumac (US) 
Shinyrayed Pocketbook (US) Georgia Aster (US) 
Gulf Moccasinshell (US) Pink Ladyslipper (GA) 
Bachman’s Sparrow (GA) Yellow Ladyslipper (GA) 
Henslow’s Sparrow (GA) Mountain Witch-alder (GA) 
Chattahoochee Crayfish (GA) Sweet Pinesap (GA) 
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Animal continued  Plant continued 

Bluestripe Shiner (GA)  Indian Olive (GA) 

Delicate Spike (GA)  Bay Star‐vine (GA) 

Peregrine Falcon (GA)  Barren Strawberry (GA) 

Highscale Shiner (GA)   

 
History:  No known historic resources at this time. If resources are identified and determined to be 
historic, then the State Historic Preservation Office concurrence will be required. 
 
Archeology:  The only known cemetery at this time is at the intersection of Old Alabama Road and 
Jones Bridge Road. However, no impacts to the cemetery are anticipated. Archeology studies have 
not begun. 
 
Air & Noise:   
This project is exempt from Air Quality Analysis however air screening assessment, noise screening 
assessment, and interagency coordination for PM2.5 will be required for this project.  
 
Public Involvement:  N/A 
 
Major stakeholders:   

 Johns Creek Fire Department 

 Johns Creek Police Department 

 GDOT – GDOT NaviGAtor System 

 Johns Creek Public Works Department 

 Public 

 Media 

 Chattcom: Region’s 911 Call Center 
 

 CONSTRUCTION 
 
Issues potentially affecting constructability/construction schedule: There are no anticipated issues 
that will adversely affect constructability or the construction schedule. If fiber is installed on utility 
poles, there is potential for make‐ready work, but that will be factored into the construction 
schedule prior to letting.  
 
Early Completion Incentives recommended for consideration:        No     Yes   
 

PROJECT RESPONSIBILITIES 
 
Project Activities: 

Project Activity  Party Responsible for Performing Task(s) 

Concept Development  Atkins 

Design  Atkins 

Right‐of‐Way Acquisition  N/A 

Utility Relocation  Johns Creek 

Letting to Contract  Johns Creek 

Construction Supervision  Johns Creek 

Providing Material Pits  N/A 

Providing Detours  N/A 
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Project Activity  Party Responsible for Performing Task(s) 

Environmental Studies, Documents, and Permits  Atkins 

Environmental Mitigation  N/A 

Construction Inspection & Materials Testing  GDOT 

 
Lighting required:        No       Yes 
 
Initial Concept Meeting:  N/A 
 
Concept Meeting:  N/A 
 
Other projects in the area:   
CSHPP‐0007‐00(310), GDOT PI 0007310: Johns Creek Local Let Project to install multi‐use trail. 
Anticipated CST in FY 2014. 
STP00‐2868‐00(001), GDOT PI 752660‐: Old Alabama Road from CR111/Buice Road to SR 
141/Medlock Bridge Road. This project will widen Old Alabama Road from Jones Bridge Road to SR 
141/Medlock Bridge Road from two to four lanes with bike lanes and sidewalk divided by 20‐foot 
raised median. This is a GDOT Let project. Anticipated CST in FY 2015. 
CSSTP‐0006‐00(907), GDOT PI 0006907: Johns Creek Local Let Intersection improvement project at 
Jones Bridge Road and Morton Road adding left and right turn lanes.  Construction approved for 
fiscal year (FY) 2011. 
CSSTP‐0006‐00(908), GDOT PI 0006908: Johns Creek Local Let Intersection improvement project at 
Jones Bridge Road and Waters Road adding a right turn lane, sidewalk, and multi‐use trail. 
Construction approved for FY 2011. 
CSSTP‐0006‐00(910), GDOT PI 0006910: Johns Creek Local Let Intersection improvement project at 
Jones Bridge Road and Buice Road adding right turn lanes, left turn lane, sidewalk, and multi‐use 
trail. Construction approved for FY 2011. 
GDOT PI S013636: Not a Let Project. Project is a resurface and maintenance project on State Bridge 
Road. Funds approved and under construction. 
 
Other coordination to date:  None.   
 

Project Cost Estimate and Funding Responsibilities:   

 

  Breakdown 
of PE  ROW Utility CST*

Environmental 
Mitigation  Total Cost

By Whom  Johns Creek  N/A  Johns Creek  80% Federal/ 
20% Johns 
Creek

N/A   

$ Amount  $100,000.00  N/A N/A $1,015,583.66 N/A  $1,115,583.66

Date of 
Estimate 

12/5/2011  N/A  N/A  12/5/2011  N/A   

*CST Cost  includes: Construction, Engineering and  Inspection, and Liquid AC Cost Adjustment. 

 
 
 
 
 







CONTINGENCY SUMMARY

Construction Cost Estimate:     $ 967,222.53 (Base Estimate)

Engineering and Inspection:     $ 48,361.13 (Base Estimate x 5 %)

Total Liquid AC Adjustment      $ 0 (From attached worksheet)

1,015,583.66Construction Total:                    $

REIMBURSABLE UTILITY COST

                     Utility Owner                               Reimbursable Cost

   Attachments 
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                                                        STATE HIGHWAY AGENCY
DATE  : 01/09/2012
PAGE  : 1

                                                        JOB ESTIMATE REPORT
====================================================================================================================================
  JOB NUMBER : 0010328                 SPEC YEAR: 01
  DESCRIPTION: OLD ALABAMA ROAD, JONES BRIDGE ROAD, HAYNES BRIDGE ROAD, &
               MCGINNIS FERRY ROAD - ITS

                                                       ITEMS FOR JOB 0010328

  LINE  ITEM           ALT   UNITS   DESCRIPTION                                             QUANTITY          PRICE        AMOUNT
  ----------------------------------------------------------------------------------------------------------------------------------
  0005  150-1000             LS      TRAFFIC CONTROL - 0010328                                  1.000       40904.58        40904.58
  0010  163-0232             AC      TEMPORARY GRASSING                                         1.000         381.81          381.82
  0015  163-0240             TN      MULCH                                                     20.000         241.42         4828.56
  0020  615-1200             LF      DIRECTIONAL BORE - 3 INCH                              19642.000           9.11       179045.87
  0025  639-4004             EA      STRAIN POLE, TP IV                                        11.000        5662.40        62286.47
  0030  647-2141             EA      PULL BOX, PB-4S                                           11.000        1085.87        11944.63
  0035  647-2170             EA      PULL BOX, PB-7                                            70.000        1293.52        90546.73
  0040  682-6222             LF      CONDUIT, NONMETL, TP 2, 2 IN                             220.000           9.84         2165.08
  0045  682-6233             LF      CONDUIT, NONMETL, TP 3, 2 IN                           69855.000           2.31       161461.45
  0050  682-6236             LF      CONDUIT, NONMETL, TP2-POWER SERVICE,2                    900.000           5.96         5371.63
                                     IN
  0055  700-6910             AC      PERMANENT GRASSING                                         2.000         461.03          922.07
  0060  700-7000             TN      AGRICULTURAL LIME                                          2.000          99.44          198.88
  0070  700-8000             TN      FERTILIZER MIXED GRADE                                     1.000         418.25          418.25
  0075  700-8100             LB      FERTILIZER NITROGEN CONTENT                              100.000           1.56          156.80
  0080  713-3011             SY      WOOD FIBER BLANKET, TP I, SHOULDERS                     4365.000           0.52         2311.31
  0085  935-1116             LF      OUT PLNT FBR OPT CBL,LOOSE TB,SM,72 FBR                77555.000           1.27        98499.50

  0090  935-1512             LF      OUT PLNT FBR OPT CBL,DROP,SM,12 FBR                      825.000           1.58         1309.99
  0095  935-3102             EA      FIBER OPTIC CLOSURE,UNDRGRD,12 FIBER                       9.000         423.54         3811.93
  0100  935-3106             EA      FIBER OPTIC CLOSURE,UNDRGRD,72 FIBER                       8.000         783.81         6270.49
  0105  935-3603             EA      FBR. OP.CLOS.,FDC PRE-TERM., TYP. A, 12                   11.000         731.78         8049.62

  0110  935-4010             EA      FIBER OPTIC SPLICE, FUSION                               684.000          36.07        24672.06
  0115  935-8000             LS      TESTING                                                    1.000        1960.66         1960.66
  0120  935-8500             LS      TRAINING                                                   1.000        1647.50         1647.50
  0125  936-1001             EA      CCTV SYSTEM,TYPE B                                        11.000        4953.18        54485.06
  0130  936-8000             LS      TESTING                                                    1.000        1502.83         1502.83
  0135  936-8500             LS      TRAINING                                                   1.000        1695.00         1695.00
  0140  939-1191             EA      VIDEO ENCODER, TYPE B                                     11.000        3326.97        36596.76
  0145  939-2237             EA      GBIC, TYPE D                                               1.000         493.02          493.02
  0150  939-2240             EA      GBIC, TYPE E                                               1.000        1340.51         1340.51
  0155  939-2305             EA      FIELD SWITCH, TYPE C                                      36.000        2253.25        81117.23
  0160  939-4040             EA      TYPE D CABINET                                             9.000        4155.80        37402.24
  0165  939-5010             EA      ELEC PWR SVC ASSEMBLY,AERIAL SVC POINT                    11.000        2818.99        31008.92

  0170  939-8000             LS      TESTING                                                    1.000        3785.52         3785.52
  0175  939-8500             LS      TRAINING                                                   1.000        8629.56         8629.56

  ----------------------------------------------------------------------------------------------------------------------------------
  ITEM TOTAL                                                                                                               967222.54
  INFLATED ITEM TOTAL                                                                                                      967222.53

Page 1
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  TOTALS FOR JOB 0010328
  ----------------------------------------------------------------------------------------------------------------------------------

                                                        STATE HIGHWAY AGENCY
DATE  : 01/09/2012
PAGE  : 2

                                                        JOB ESTIMATE REPORT
====================================================================================================================================
  ESTIMATED COST:                                                                                                          967222.53
  CONTINGENCY PERCENT (  0.0 ):                                                                                                 0.00
  ESTIMATED TOTAL:                                                                                                         967222.53
  ----------------------------------------------------------------------------------------------------------------------------------
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Detailed Right‐of‐Way Widths 

 

 

 

 

Old Alabama Road 

Begin Measure  End Measure  Width 

3.01  3.59  80’ 

3.59  3.73  76’ 

3.73  3.81  79’ 

3.81  3.83  86’ 

3.83  3.95  65’ 

3.95  4.06  62’ 

4.06  4.25  63’ 

4.25  6.09  80’ 

6.09  6.26  62 

6.26  6.45  80’ 

6.45  6.58  82’ 

6.58  6.61  80’ 

6.61  6.68  83’ 

6.68  7.96  80’ 

Jones Bridge Road 

Begin Measure  End Measure  Width 

0  1.44  80’ 

1.44  1.48  83’ 

1.48  1.51  85’ 

1.51  2.52  80’ 

2.52  2.56  89’ 

2.56  3.05  80’ 

3.05  3.11  84’ 

3.11  3.23  80’ 

3.23  3.3  100’ 

3.3  3.33  106’ 

3.33  3.44  100’ 

3.44  5.78  80’ 
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1.1 Introduction 
The City of Johns Creek’s first Intelligent Transportation System (ITS) Master Plan will 
provide the vision and strategy for the future development of a system that will aid the city 
staff in managing traffic operations. The motorist will benefit from better traffic signal 
operation, better response to incidents, and availability of local real time traffic condition 
information. The ITS Master plan details the anticipated growth of the entire system 
network, and how each element within the system will communicate and be integrated into 
the network. This communication includes transmitting data between roadway devices and 
transportation system managers and users. This data can range from basic signal timing to 
Dynamic Message Sign (DMS) control and also video camera feed and control data. 

Currently, the trend in the world of ITS communications is shifting to Internet Protocol 
addressable devices using an Ethernet system. When implemented within the City of Johns 
Creek ITS system, the IP format for communications will “free up” some of the 
communication fiber network’s capacity and allow for smaller fiber cables as the future 
network expands. Additionally, the IP format can be used over wireless communications 
networks, allowing network expansion without extensive impacts. 

Georgia’s Regional ITS (GRITS) Architecture was finalized in February of 2005. The GRITS 
Architecture is a comprehensive document that provides statewide ITS standardization.  
This regional architecture uses the service areas identified in the National ITS Architecture 
to describe the planned operation of ITS in Georgia. These service areas are identified for all 
the stakeholder entities. The national and regional ITS architecture will be used as the 
template for the ITS Plan for Johns Creek. 

The main objective of this plan is to establish a system for monitoring and managing traffic 
through control and communication devices that are efficient, sustainable, and expandable. 
Specifically, this plan has been developed such that implementation will: 

Reduce incident response times 
Reduce crashes and congestion 
Reduce delay and travel time 
Improve traffic flow and travel speed 
Improve quality and availability of traveler information 
Improve commute reliability 
Improve transit reliability 
Allow network and system expansion in an orderly, efficient manner 

The plan has been developed using the Systems Engineering Model that has been developed 
for use on ITS projects by the USDOT and FHWA. 
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The process for developing the ITS Master Plan has many steps. These steps are: data 
collection, system element identification, system deficiency identification, and improvement 
identification. In order to accomplish the improvement identifications, the system concept 
of operations must be developed into a conceptual framework. This concept is documented 
in section 2.4.  This section identifies those parts of the ITS architecture that have potential to 
be incorporated into the ITS system that serves the City of Johns Creek. Also identified in 
this section are the stakeholders and end users of the system, and the specific type and 
function of the systems that will be employed within the network. When identifying the 
potential systems that would be incorporated into the Master Plan, the focus was to address 
all possible systems and functions that may have potential benefits to the system. With this 
approach, adequate preparations can be made to allow for future expansions. 

1.2 System Needs 
The existing ITS network is a legacy system developed by Fulton County and Georgia 
Department of Transportation. The system consists of fifty-seven stop and go traffic signals, 
a single mode (SM) fiber optic cable network along several roadway routes, and seven 
Closed Circuit Television (CCTV) locations. The fiber and camera infrastructure in place is 
described in Table 1, within section 3.1. Full system operation requires the establishment of 
a communication network that will seamlessly connect with each field device. The network 
centers on the establishment of a Traffic Control Center (TCC). The current planned TCC 
location is within Johns Creek City Hall. However, this location, since the office space is 
leased, may only be a short term location. The fiber connection required for a TCC-type 
facility is expensive and not readily transferable to a different location. Since City Hall 
could move to a new location in the future, the standard approach of a hard wired 
connection between the TCC and the fiber network is considered non-sustainable and not 
cost effective. Instead, this vital communications link will be established using a dual 
antennae wireless broadband technology system. The remaining system will be 
predominately fiber optic cabling with field switches on each end of the fiber cable 
establishing the Ethernet hub for the equipment at that location. 

An Ethernet field switch will connect each device to the fiber optic cable and will be 
assigned a unique IP address.  The switch will only communicate with another device when 
the Medium Access Control (MAC) address of that device is identified in the field switch 
programming. In the local area network (LAN), the field switch is the most important 
device, acting as a relay. It receives information from other devices and directs traffic across 
the network, allowing the equipment to talk to each other and share information in the most 
efficient manner. Each field switch will run in full-duplex mode, meaning each device can 
send and receive data simultaneously. This feature will allow the system to perform as a 
“self-healing” ring. The communications network is graphically displayed in Exhibit 3. 
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The corridors identified for video surveillance consist of the major traffic routes within the 
City.  These routes are: 

Medlock Bridge 
Old Alabama Road 
McGinnis Ferry Road 
State Bridge Road 
Jones Bridge Road 
Abbotts Bridge Road 

Of these routes, SR 141/Medlock Bridge Road has been identified by GDOT as a “Route of
Regional Significance.” The route of regional significance program is being proposed to 
allow GDOT more control over major cross jurisdictional routes due to the historic problems 
of inter departmental and inter agency cooperation. The hope is to improve peak hour trip 
times through better signal coordination and improved arterial ITS deployment and 
monitoring. The plan is for GDOT to take a more proactive role in signal maintenance and 
timing during the peak periods. Additionally, the state will monitor the corridors for 
incidents and adjust the signal timing in the case of backups. The primary routes for traffic 
flow and speed monitoring are SR 141/Medlock Bridge Road, McGinnis Ferry Road and 
State Bridge Road. The devices and communication system infrastructure elements are 
shown graphically on Exhibit 4. 

1.3 Potential Projects 

Projects currently identified as having ITS components included: 

 DOE Grant – ITS Improvements within the City of Johns Creek.  This project will 
develop an ITS Master Plan, replace existing inoperable cameras along Medlock Bridge 
Road, extend fiber communications to McGinnis Ferry Road, convert signal 
communications to Ethernet, establish TCC at Johns Creek City Hall, establish link 
between field devices and TCC. 

 GDOT Project No. - MSL-0004-00(429), P.I. No. 0004429 – Widening & Reconstruction of 
McGinnis Ferry Road Sargent Road to Chattahoochee River. This project will install 
fiber optic cable along McGinnis Ferry Road from Sargent Road to Kemp Road along 
with fiber along Medlock Bridge Road down to East Johns crossing.  Project is under 
construction at this time. 

 GDOT Project No. - CSSTP -0008-00(425), P.I. No. 0008425 – Widening of SR 961/Old 
Alabama Road from CR 65/Jones Bridge Road to CR 111/Buice Road.  This project will 
widen and reconstruct Old Alabama Road to a two lane roadway with raised median 
and turn lanes at some locations.  Fiber has been requested in this project. 

 GDOT Project No. - STP-2868-(1), P.I. No. 752660 – Widening of Old Alabama Road from 
Buice Road to SR 141/Medlock Bridge Road.  This project will reconstruct and widen 
Old Alabama Road to three lanes, one lane in the west direction and two in the east 
direction with curb and gutter.  Fiber has been requested in this project. 
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The results of the project development phase are tabulated in Table 4 (a copy of which is 
included here for easy access). 
Table 4 – Priority Listing of Proposed Projects 

Construction Cost Estimates for Johns Creek ITS Expansion 

Road Segment From To Segment 
Cost

Priority 
Group 
Costs 

Jones Bridge Road Parsons Road 

Abbotts  Bridge Road States Bridge Road 

Skiddaway Drive St. Georgen 
Common 

Kimbal Bridge Road Morton Road 

States Bridge Road Old Alabama Road 

Jones Bridge Road Medlock Bridge Road 

Jones Bridge Road Sargent Road 

Abbotts  Bridge Road McGinnis Ferry Road 

Old Alabama Road Alvin Road 

Mt. Pisgah Church Driveway Jones Bridge Road 

These projects total $2,956,311 when a 10% contingency is included. 
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2 Introduction 
2.1 Background 

The City of Johns Creek’s first Intelligent Transportation System (ITS) Master Plan will
provide the vision and strategy for the future development of a system that will aid the city 
staff in managing traffic operations. The motorist will benefit from better traffic signal 
operation, better response to incidents, and availability of local real time traffic condition 
information. A basic description of the ITS’s function is to transmit data between the
roadway devices and the transportation system managers and users. The types of data 
transmitted can include basic signal timing, Dynamic Message Sign (DMS) control, video 
camera feed and control data. 

Currently, the trend in the world of ITS communications is shifting to Internet Protocol 
addressable devices using an Ethernet system. This is a shift from the communications 
intensive system where each item and/or function (i.e. camera feed, camera pan-tilt-zoom 
(PTZ) control, signal system and device) individually uses a pair of fibers (fiber optic) or 
copper wire to communicate to the Traffic Control Center (TCC). The IP format for 
communications will “free up” some of the fibers that are being used now as well as allow 
for smaller fiber cables to become the standard. IP can also be used over wireless 
communications networks. 

Georgia Regional ITS (GRITS) Architecture was finalized in February of 2005.  Therefore, 
The City of Johns Creek was not identified as a stakeholder nor identified as having a Traffic 
Control Center (TCC) operation.  Fulton County is identified with the associated functional 
requirements for the TCC and Field Devices.  The GRITS Architecture is a comprehensive 
document that describes the operation and compartmentalizes the total system into the 
service areas identified in the National ITS Architecture with service areas identified for all 
the stakeholder entities.  Each stakeholder has been assigned the service areas that most 
logically fit the function of the roadways. This regional Transportation Management Center 
(TMC) in Atlanta has been developed on the ITS Architecture current at the time of 
development. The operating system currently running the TMC is called NaviGator and 
was also developed to be compliant with the national ITS architecture. The national and 
regional ITS architecture will be used as the template for the ITS Master Plan for Johns 
Creek. 

2.2 Objectives 

The main objective of this plan is to establish a system for monitoring and managing traffic 
through control and communication devices that are efficient, sustainable, and expandable. 
Specifically, this plan has been developed such that implementation will: 

Reduce Incident response times 
Reduce crashes and congestion 
Reduce delay and travel time 
Improve traffic flow and travel speed 
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Improve quality and availability of traveler information 
Improve commute reliability 
Improve transit reliability 

Sustainability in the design of the communication system also means versatility and 
adaptability. For example, the City Hall for Johns Creek is presently located in leased space. 
Therefore, the best use of monies for fiber plant would not be spent constructing an 
extensive fiber link into the building. With the current rate of evolution in the technology 
utilized for ITS devices, the plan developed today will be outdated in two years if the 
system is not designed with expandability and adaptability in mind. Therefore, the 
following is a list of the desired plan elements: 

A. TCC Concept of Operations 
B. Communications System Identification 
C. Signal System Operations 
D. Public Interface System 
E. Recommended Project Phasing 

While meeting these objectives, many devices will be identified. These devices will be 
specified functionally and will comply with the National Transportation Communications 
for ITS Protocol (NTCIP) standards. The specifications for these devices have been 
developed by Georgia Department of Transportation (GDOT). With minor variations on 
these specifications, the City will be able to utilize off the shelf devices and software with 
the end result being a cost effective system with the ability to function to the current and 
future demands of the users. 

2.3 Plan Development Process 

The plan will be developed using the Systems Engineering Model that has been developed 
for use on ITS projects by the United States Department of Transportation (USDOT) and 
Federal Highway Administration (FHWA). 

The process for developing the ITS Master Plan begins with data collection. Once the data 
collection effort is complete, the data is compiled and reviewed to get an assessment of the 
existing conditions in the field. This then becomes the baseline against which all of the 
potential improvement options are measured. It is during the assessment phase of the plan 
development where deficiencies in the existing system are identified. These deficiencies may 
be different types such as operational deficiencies where the existing equipment does not 
work at all (non-operational) or functional deficiencies where the existing equipment works, 
but may not be connected into the system and therefore it provides no value in its present 
condition. Deficiencies in the existing communications systems will also be indentified. 

The next step in the development process includes identifying where existing equipment 
(that is at least operational), can be used to leverage the existing funds available to upgrade 
the existing system and maximize the coverage area and capabilities of the system. Once 
both the deficiencies and opportunities available in the existing system have been identified, 
it will begin to become obvious where the critical needs are. At the same time, the critical 
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corridors will be identified so that the plan can focus on improvements for these locations as 
the first stage of improvements. 

Identifying existing system bottlenecks would be the next step in the development process. 
It is also important at this step to identify where the potential is for future bottlenecks. These 
bottlenecks need to be either eliminated or avoided so the risk of a system slowdown or 
shutdown is reduced. 

The development process will identify any major crossings of the system such as State 
highways/roadways. Wherever the proposed system crosses such facilities, the Master Plan 
will identify if any permits are required, what the process is for obtaining the permits and 
how long that process takes. 

2.4 TCC Concept of Operations 

The operation of a Traffic Control Center (TCC) varies widely from one jurisdiction to 
another. Establishing how the center operates will determine the amount of resources 
required. This will also guide the development of the infrastructure and how it is to 
function. As mentioned above, the TCC is located in leased space. The traffic engineering 
staff is limited to the Traffic Manager and two Traffic Supervisors. These constraints have 
major impacts on how the TCC will operate. 

Establishing the TCC for the City of Johns Creek as a “near virtual” TCC provides the
flexibility necessary when addressing the portability of location and limited personnel 
resources issues. With Traffic Engineering staff being able to access the system from any 
remote location having internet access, the operating hours of the center in effect become 
“on demand.” This accessibility also allows emergency services personnel to utilize the
information on an as needed basis to assist with proper response to incidents by using the 
CCTV video to gain early assessment of the situation from many locations.  

2.4.1 Architecture 

The following section provides a description of the Johns Creek Traffic Control Center 
(TCC) project architecture and identifies its relationship to the Georgia Regional ITS 
Architecture (GRITS). The project can be described by the elements (or inventory) that will 
be developed or interfaced to, the services (expressed as market packages) the project will 
provide and a detailed description of the interfaces and information flows covered by the 
project (expressed as customized market package diagrams). 

Inventory: An inventory is a list of “elements” that represent all existing and planned ITS
systems that will be a part of the project, as well as non-ITS systems that provide 
information to or get information from the ITS systems. GRITS has a large list of elements 
defined as part of the regional inventory. GRITS will eventually need to be modified to 
integrate the Johns Creek TCC. This diagram has been modified to indicate which elements 
of GRITS will be the key elements of this project. The project elements are shown in bold in 
the figure. 
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Figure 1: Sausage Diagram for Johns Creek TCC with Project Elements 
Highlighted 

2.4.2 Stakeholders 
The primary stakeholder for the Johns Creek TCC project will be the City of Johns Creek. 

Certain agencies will have specific access to the TCC. For instance, the Johns Creek Fire 
Department as well as the Police Department will have the ability to take control of the 
CCTV cameras when needed. Other primary stakeholders are listed below: 

Johns Creek Fire Department 
Johns Creek Police Department 
Chattcom – Region’s 911 Call Center 
GDOT – GDOT NaviGAtor System 
Johns Creek Public Works Department 
Public 
Media 

Secondary Stakeholders: 
Gwinnett County 
Fulton County 
Alpharetta 
Roswell 
Forsyth County 
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2.4.3 System Services 

Current and future projects will add or augment a number of ITS services for the region. 
These projects have as their focus the areas of Incident Management and Traffic Information 
Dissemination, but will address a variety of additional services in the areas of Archived 
Data Management, Advanced Public Transportation Systems, Traffic Management, 
Emergency Management, and Maintenance and Construction Management. For the City of 
Johns Creek, the following potential service areas and systems have been determined to best 
fit the current and future roadway systems. These service areas are designated based on the 
National ITS Architecture Market Packages: 

 Archived Data Management (AD) – This service area pertains to the collection, storage, 
and retrieval of data for use by an agency. Data may also be shared with external 
agencies. 

AD01 - ITS Data Mart 
 Advanced Public Transportation Systems (APTS) – This service area includes services 

that cover public transportation, including bus, paratransit, and commuter rail. The 
following services were identified: 

APTS1 - Transit Vehicle Tracking 
APTS2 - Transit Fixed-Route Operations 
APTS3 - Demand Response Transit Operations 
APTS5 - Transit Security 
APTS7 - Multi-modal Coordination 

 Advanced Traveler Information Systems (ATIS) – This service area covers services that 
allow motorists to plan their trips, including the use of multi-modal alternatives. 

ATIS01 - Broadcast Traveler Information 
ATIS02 - Interactive Traveler Information 

 Advanced Transportation Management Systems (ATMS) – This service area includes 
those services that provide for the dissemination of information to the traveling public. 
It also includes those elements that use large-scale technology to increase roadway 
capacity and flow, and reduce delay. 

ATMS01 - Network Surveillance 
ATMS03 - Surface Street Control 
ATMS06 - Traffic Information Dissemination 
ATMS07 - Regional Traffic Control 
ATMS08 - Incident Management System 
ATMS12 - Virtual TCC Systems 

 Emergency Management (EM) – This service area includes services that address the 
need to improve response times for emergency vehicles and freeway service patrols. 

EM01 - Emergency Response 
EM02 - Emergency Routing 
EM06 - Wide-Area Alert System Upgrade 
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 EM07 - Early Warning System Upgrade 
 EM08 - Disaster Response and Recovery 
 EM09 - Evacuation and Re-entry System 

EM10 - Disaster Travel Information System 
Maintenance and Construction (MC) – This service area includes services that pertain to 
the coordination of maintenance and construction vehicle activity. 

 MC03 - Road Weather Data Collection 
 MC04 - Weather Information Processing and Distribution 
 MC06 - Winter Maintenance System 
 MC07 - Roadway Maintenance and Construction 
 MC08 - Work Zone Management System 
 MC09 - Work Zone Safety Monitoring 
 MC10 - Maintenance and Construction Activity Coordination 

2.4.4 System Service Functions 

The above system services have been identified in order to prepare for present and future 
implementation. To provide the above services, the following functions will be 
incorporated into the traffic control center: 

Traffic and Roadside Data Archival 
1. The center shall manage the collection of archive data directly from collection 

equipment located at the roadside such as operational data, event logs, etc. 
2. The center shall collect traffic sensor information from roadside devices. 
3. The center shall collect traffic flow data from commercial sources such as cell phone 

providers, transit AVL, commercial vehicle fleet operations/tracking, and GPS data. 
4. The center shall respond to requests from the Archive Data Administer to input the 

parameters that control the collection process. 
5. The center shall send the request for data and control parameters to the field  

equipment where the information is collected and returned. 
6. The center shall record the status about the imported traffic and roadside data. 
7. The center shall use the status information to adjust the collection of traffic and 

roadside data. 
8. The center shall assign quality control metrics and meta-data to be stored along with 

the data.  Meta-data may include attributes that describe the source and quality of 
the data and the conditions surrounding the collection of the data. 

9. The center shall receive and respond to requests from ITS Archives for either a 
catalog of the traffic data or for the data itself. 

10. The center shall be able to produce sample products of the data available. 

Advanced Public Transportation Systems 
There exists only one form of Public Transportation in Johns Creek, Georgia Regional 
Transportation Authority (GRTA) Express Bus Service, Xpress Route 408 provides service 
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from Johns Creek to the Metro Atlanta Rapid Transit Authority (MARTA) station in 
Doraville during morning and afternoon commutes.  This system’s function will be 
determined in cooperation with GRTA in the future.  Currently Johns Creek has no 
participation in this public transportation system. 

Broadcast Traveler Information 
1. The center shall collect, process, store, and disseminate traffic and highway 

condition information to travelers, including incident information, detours and road 
closures, event information, recommended routes, and current speeds on specific 
routes. 

2. The center shall collect, process, store, and disseminate maintenance and 
construction information to travelers, including scheduled maintenance and  
construction work activities and work zone activities. 

3. The center shall collect, process, store, and disseminate event information to  
travelers. 

4. The center shall provide the capability for a system operator to control the type and 
update frequency of broadcast traveler information. 

Network Surveillance 
1. The center shall monitor, analyze, and store traffic sensor data (speed, volume, 

occupancy) collected from field elements under remote control of the center. 
2. The center shall monitor, analyze, and distribute traffic images from CCTV systems 

under remote control of the center. 
3. The center shall monitor, analyze, and store pedestrian sensor data collected from 

field elements under remote control of the center. 
4. The center shall monitor, analyze, and distribute pedestrian images from CCTV 

systems under remote control of the center. 
5. The center shall maintain a database of surveillance and sensors and the surface 

street and rural roadways, e.g. where they are located, to which part(s) of the 
network their data applies, the type of data, and the ownership of each link (that is, 
the agency or entity responsible for collecting and storing surveillance of the link) in 
the network. This does not include recording video from surveillance cameras. 

6. The center shall distribute road network conditions data (raw or processed) based on 
collected and analyzed traffic sensor and surveillance data to other centers. 

7. The center shall support an interface with a map update provider, or other 
appropriate data sources, through which updates of digitized map data (GIS/GPS) 
can be obtained and used as a background for traffic data. 

8. The center shall respond to control data from center personnel regarding sensor and 
surveillance data collection, analysis, storage, and distribution. 

9. The center shall remotely control vehicle speed sensors typically placed in work 
zones; control parameters may include environmental and traffic conditions. 

10. The center shall collect operational status for the vehicle speed sensors; the status 
shall include logged information including measured speeds, warning messages 
displayed, and violation records. 

11 OF 34 



11. The center shall provide the capability to notify an enforcement agency when vehicle 
speeds in the work zone are in excess of the posted speed limit or are creating an 
unsafe condition based upon the current environmental or traffic conditions. 

12. The center shall monitor the traffic flow for low speeds and trigger the incident 
management verification and response system. 

13. The center shall collect fault data for the vehicle speed sensors for repair. 

Surface Street Control 
1. The center shall remotely control traffic signal controllers either through a wireless 

connection or directly from the TCC. 
2. The center shall accept notifications of right-of-way requests from pedestrians. 
3. The center shall collect traffic signal controller operational status and compare 

against the control information sent by the center. 
4. The center shall collect traffic signal controller fault data from the field. 
5. The center shall implement control plans to coordinate signalized intersections, 

under control of center personnel, based on data from sensors and surveillance 
monitoring traffic conditions, incidents, emergency vehicle preemptions, the passage 
of commercial vehicles with unusual loads, equipment faults, pedestrian crossings, 
adaptive traffic control systems, etc. 

6. The center shall remotely control dynamic messages signs for dissemination of traffic 
and other information to drivers. 

7. The center shall remotely control CCTV cameras that have the ability of pan, tilt, 
zoom (PTZ). 

8. The center shall have the ability to provide primary control of all field devices to a 
secondary party. 

9. The center shall develop emergency route traffic signal plans. 
10. The center shall develop traffic signal plans for special events. 

Traffic Information Dissemination 
1. The center shall distribute traffic data to maintenance and construction centers, 

transit centers, emergency management centers, and traveler information providers. 
This shall include the GDOT NaviGAtor system which hosts the statewide 511 
system. 

2. The center shall distribute traffic data to the media upon request; the capability to 
provide the information in both data stream and graphical display shall be 
supported. 

3. The center shall provide the capability for center personnel to control the nature of 
the data that is available to non-traffic operations centers and the media. 

4. The center shall disseminate information, traffic and other, to drivers remotely by 
various means based on the most effective and cost effective technology available at 
the time.  Such measures may be dynamic message signs, hybrid message signs, 
email, text messages, highway advisory radio, voice messages, and etcetera. 

5. The center shall collect and store plans from event promoters for major future events 
possibly impacting traffic to support overall network performance evaluations. 
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Johns Creek Website 
1. Website shall receive traffic information from a center and present it to the traveler 

in formats that are easily used by both stationary and mobile customers. 
2. Website shall receive wide-area alerts and present it to the traveler. 
3. Website shall provide the capability for digitized map data to act as the background 

to the information presented to the traveler. 

Regional Traffic Control 
1. The center shall exchange traffic information with other traffic management centers, 

which will include but is not limited to incident information, congestion data, traffic 
data, signal timing plans, and real-time signal control information. 

2. The center shall exchange traffic control information with other traffic management 
centers, which will include but is not limited to remote monitoring and control of 
traffic management devices (e.g. signs, sensors, signals, cameras, etc.). 

Incident Management System 
1. The center shall receive inputs from the Alerting and Advisory System concerning 

the possibility or occurrence of severe weather, terrorist activity, or other major 
emergencies, including information provided by the Emergency Alert System. 

2. The center shall receive inputs concerning upcoming events that would affect the 
traffic network from event promoters, traveler information service providers, and 
intermodal freight depots. 

3. The center shall exchange incident and threat information with emergency 
management centers as well as maintenance and construction centers; including 
notification of existence of incident and expected severity, location, time and nature 
of incident. 

4. The center shall support requests from emergency management centers to remotely 
control sensor and surveillance equipment located in the field. 

5. The center shall provide road network conditions and traffic images to emergency 
management centers to support the detection, verification, and classification of 
incidents. 

6. The center shall exchange alert information and status with emergency management 
centers.  The information includes notification of a major emergency such as a 
natural or man-made disaster, civil emergency, or child abduction for distribution to 
the public. The information may include the alert originator, the nature of the 
emergency, the geographic area affected by the emergency, the effective time period, 
and information and instructions necessary for the public to respond to the alert. 
This may also identify specific information that should not be released to the public. 

7. The center shall coordinate planning for incidents with emergency management 
centers - including pre-planning activities for disaster response, evacuation, and 
recovery operations. 

8. The center shall support requests from emergency management centers to remotely 
control sensor and surveillance equipment located in the field, provide special 
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routing for emergency vehicles, and to provide responding emergency vehicles with 
signal preemption. 

9. The center shall exchange incident and threat information with emergency 
management centers as well as maintenance and construction centers; including 
notification of existence of incident and expected severity, location, time and nature 
of incident. The center shall respond to requests from emergency management to 
provide traffic management resources to implement special traffic control measures, 
assist in clean up, verify an incident, etc.  This may also involve coordination with 
maintenance centers. 

10. The center shall receive inputs concerning upcoming events that would affect the 
traffic network from event promoters, traveler information service providers, media, 
and rail operations centers. 

11. The center shall provide road network conditions and traffic images to emergency 
management centers, maintenance and construction centers, and traveler 
information service providers. 

12. The center shall exchange road network status assessment information with 
emergency management and maintenance centers including an assessment of 
damage sustained by the road network including location and extent of the damage, 
estimate of remaining capacity, required closures, alternate routes, necessary 
restrictions, and time frame for repair and recovery. 

13. The center shall coordinate information and controls with other traffic management 
centers. 

14. The center shall support an interface with a map update provider, or other 
appropriate data sources, through which updates of digitized map data can be 
obtained and used as a background for traffic incident management. 

15. The center shall identify incidents where a lane or lanes are blocked and dispatch 
appropriate City response vehicles to assist with traffic control.  In the case where 
the incident is a stalled vehicle City responder shall assist motorist to remove the 
vehicle from the travel lane. 

Virtual TCC Systems – GDOT NaviGAtor 
1. The center shall provide a server within the TCC that can access the GDOT 

NaviGAtor system and utilize the data for traffic management within the City. 

Emergency Dispatch 
1. The center shall store and maintain the emergency service responses in an action log. 
2. The center shall receive asset restriction information from maintenance centers to 

support the dispatching of appropriate emergency resources. 
3. The center shall receive traffic information, including closures, traffic conditions, etc. 

from traffic management centers. 
4. The center shall receive road network conditions and traffic images to support 

dispatch of emergency vehicles. 
5. The center shall coordinate response to incidents with other Emergency 

Management centers to ensure appropriate resources are dispatched and utilized. 
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6. The center shall coordinate response to incidents with other Emergency Dispatch 
centers to ensure appropriate resources are dispatched and utilized. 

Emergency Routing 
1. The center shall collect current traffic and road condition information from traffic 

management centers for emergency vehicle route calculation. 
2. The center shall receive inputs from traffic management and maintenance centers on 

the location and status of traffic control equipment and work zones along potential 
emergency routes. 

Emergency Early Warning System and Wide-Area Alert System 
1. The center shall provide the capability to correlate alerts and advisories, incident 

information, and security sensor and surveillance data. 
2. The center shall receive incident information from other transportation management 

centers to support the early warning system. 
3. The center shall broadcast wide-area alerts and advisories to traffic management 

centers for emergency situations such as severe weather events, civil emergencies, 
child abduction (Amber Alert system), military activities, and other situations that 
pose a threat to life and property. 

Disaster Response and Recovery 
1. The center shall develop and exchange evacuation traffic control plans with allied 

agencies prior to the occurrence of a disaster. 
2. The center shall provide an interface to the emergency system operator to enter 

disaster response plans and procedures and present the operator with other 
agencies’ plans.

Emergency Evacuation and Reentry Support 
1. The center shall coordinate planning for evacuation with emergency management 

centers; including pre-planning activities such as establishing routes, areas to be 
evacuated, signal timing, etc. 

2. The center shall support requests from emergency management centers to preempt 
the current traffic control strategy, activate traffic control and closure systems such 
as gates and barriers, activate safeguard systems, or use driver information systems 
to support evacuation traffic control plans and traffic signal timing plans. 

3. The center shall coordinate information and controls with other traffic management 
centers. 

4. The center shall coordinate execution of evacuation strategies with emergency 
management centers - including activities such as setting closures and detours, 
establishing routes, updating areas to be evacuated, timing the process, etc. 

Disaster Travel Information System 
1. The center shall collect, process, store, and disseminate event information to 

travelers. 
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2. The center shall collect and provide wide-area alert information to the traveler 
interface system with region-specific data, including major emergencies such as a 
natural or man-made disaster, civil emergency, child abductions, severe weather 
watches and warnings, military activities, and law enforcement warnings. 

3. The center shall collect and provide to the traveler interface systems emergency 
evacuation information, including evacuation zones, shelter information, available 
transportation modes, road closures and detours, changes to transit services, and 
traffic and road conditions at the origin, destination, and along the evacuation 
routes. 

Road Weather Data Collection, Processing and Distribution 
1. The center shall assimilate current and forecast road conditions and surface weather 

information using a combination of weather service provider information (such as 
the National Weather Service and value-added sector specific meteorological 
services), data from roadway maintenance operations, and environmental data 
collected from sensors deployed on and about the roadway such as Road Weather 
Information Systems (RWIS). 

2. The center shall provide weather and road condition information to weather service 
providers and center personnel. 

Winter Maintenance System 
1. The maintenance and construction vehicle shall send operational data to the center 

including the operational state of the maintenance equipment (e.g., blade up/down, 
spreader pattern), types and quantities of materials used for construction and 
maintenance activities, and a record of the actual work performed. 

2. The maintenance and construction vehicle shall exchange operational and 
environmental data with other maintenance and construction vehicles.  Operational 
data includes operational state of the maintenance equipment (e.g., blade up/down, 
spreader pattern, equipment configuration) and a record of the actual work 
performed while the environmental data includes environmental sensor data 
collected on-board a maintenance and construction vehicle, either raw or processed 
data. 

3. The maintenance and construction vehicle shall respond to dispatch information 
from the center, presented to the vehicle operator for acknowledgement and 
returning status. 

4. The maintenance and construction vehicle shall respond to control information from 
the center to allow remote operation of the on-board vehicle systems. These systems 
include winter maintenance equipment for plowing, applying de-icing treatments, 
and applying anti-icing treatments prior to the storm event. 

Roadway Maintenance and Construction 
1. The center shall collect and store sensor (traffic, pedestrian, multimodal crossing) 

operational status. 
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2. The center shall collect and store CCTV surveillance system (traffic, pedestrian) 
operational status. 

3. The center shall collect and store sensor (traffic, pedestrian, multimodal crossing) 
fault data and send to the maintenance center for repair. 

4. The center shall collect and store CCTV surveillance system (traffic, pedestrian) fault 
data send to the maintenance center for repair. 

5. The center shall exchange data with maintenance centers concerning the reporting of 
faulty equipment and the schedule/status of their repair. Information exchanged 
includes details of new equipment faults, and clearances when the faults are cleared. 

6. The center shall support an interface with a map update provider, or other 
appropriate data sources, through which updates of digitized map data can be 
obtained and used as a background for traffic maintenance data. 

Work Zone Management System and Work Zone Safety Monitoring 
1. The center shall receive work zone images from a maintenance center. 
2. The center shall analyze work zone images for indications of a possible incident. 
3. The center shall remotely control driver information systems (such as dynamic 

messages signs, highway advisory radios and other future systems such as variable 
speed limit signs) to advise drivers of activity around a work zone. 

4. The center shall collect operational status for the driver information systems  
equipment in work zones. 

5. The center shall collect fault data for the driver information systems equipment in 
work zones for repair. 

6. Field equipment shall be able to provide fault data and alert status to the center 
and/or provide remote notification of failures. 

7. The center shall receive proposed maintenance and construction work plans, analyze 
the activity as a possible incident, and provide work plan feedback to the sending 
center. 

Maintenance and Construction Activity Coordination 
1. The maintenance and construction vehicle shall provide status of the work zone 

warning systems to the center. 
2. The maintenance and construction vehicle shall receive work zone warnings from 

the field equipment at the roadside, other maintenance and construction vehicles. 
3. The maintenance and construction vehicle shall collect inputs from field personnel 

and from work zone devices on-board the maintenance and construction vehicle and 
send them to the controlling center. 

4. The maintenance and construction vehicle shall respond to control information from 
the center to allow remote operation of the on-board vehicle systems. These systems 
include routine maintenance equipment for mowing, repairs, hazard removal, etc. 

5. The maintenance and construction vehicle shall respond to dispatch information 
from the center, presented to the vehicle operator for acknowledgement and 
returning status. 
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6. The maintenance and construction vehicle shall send operational data to the center 
including the operational state of the maintenance equipment (e.g., blade up/down, 
spreader pattern), types and quantities of materials used for construction and 
maintenance activities, and a record of the actual work performed. 

7. The maintenance and construction vehicle shall provide infrastructure sensor 
equipment operational status to the center. 
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Section 3 – System Needs 
3.1 Existing System 

The existing ITS is a legacy system developed by Fulton County and Georgia Department of 
Transportation. The system consists of fifty eight stop and go traffic signals, various fiber 
optic Single Mode (SM) cables on several routes as well as seven CCTV locations. The fiber 
and camera infrastructure in place is described in Table 1 below. Exhibit 1 is a list of the 
Stop and Go signals located within and maintained by the City of Johns Creek. Exhibit 2 
shows location of the signals and ITS infrastructure on the City Map. 

Table 1 - Existing ITS Infrastructure 

Fiber Route From To Dist. 
(Miles) 

72 Fiber SM State Bridge Road SR 141/Medlock 
Bridge Road 

Alpharetta City Limits 4.8 

24 Fiber SM State Bridge Road Gwinnett Co. Line SR 141/Medlock Bridge 
Road 

0.93 

72 Fiber SM SR 141/Medlock Bridge 
Road 

Gwinnett Co. Line Johns Creek Parkway 4.4 

6 Fiber SM Jones Bridge Road Sargent Road Douglas Road 0.1 

6 Fiber SM SR 120/Abbotts Bridge 
and Jones Bridge 

Addison Place East Fox Court 0.32 

Cameras Route Location Side of 
Road 

#1 –
CCTV  W/PTZ 

SR 141/Medlock Bridge Road North of River Bridge Right 

#2 –
CCTV  W/PTZ 

SR 141/Medlock Bridge Road 0.19 miles north of Signal at 
Bobby Jones Drive 

Right 

#3 –
CCTV  W/PTZ 

SR 141/Medlock Bridge Road 0.09 miles north of signal at Old 
Alabama Road 

Left 

#4 –
CCTV  W/PTZ 

SR 141/Medlock Bridge Road 200’ south of signal at State 
Bridge Road 

Left 

#5 –
CCTV  W/PTZ 

SR 141/Medlock Bridge Road 0.19 Miles north of St. Ives 
Country Club Drive 

Right 

#6 –
CCTV  W/PTZ 

SR 141/Medlock Bridge Road 0.11 miles south of signal at 
Parsons Road 

Left 

#7 –
CCTV  W/PTZ 

SR 141/Medlock Bridge Road 0.13 miles north of signal at Bell 
Road 

Right 
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3.2 Signal System Communications 

The City of Johns Creek uses Type 2070 controllers. These controllers have the ability to use 
an Ethernet type connection to a fiber optic field switch for communications. A field switch 
is used to convert the electrical digital data and convert analog video signals into optical 
digital signals for transmission along the fiber optic cable communication system. 

Because these improvements will be financed with federal funds, a sole source can not be 
specified for the signal controller or any of the signal system communications equipment. 
GDOT currently owns a statewide license for the ACTRA Server Software, developed by 
Siemens ITS.  This system allows for centralized control and modification of the traffic 
signal timing over an Ethernet system Local Area Network (LAN).  Therefore, the 
equipment specifications will require language that will result in the contractor providing 
equipment that is compatible with the City’s existing signal control system and the GDOT 
provided software. 

Currently, the signal system communications consists of fiber interconnect along SR 
141/Medlock Bridge Road from the River to Johns Creek Parkway, a short system along 
Jones Bridge Road from Sargent Road to Douglas Road and at the intersection of Jones 
Bridge Road and SR 120/Abbotts Bridge Road to the two adjacent intersections. Another 
system exists along Old Alabama Road from Jones Bridge Road to Nesbit Ferry Road using 
some combination of radio communications and fiber. 

Ultimately, the architecture of signal system communications will consist of a distributed 
network. The distributed network will include signal systems, or signal sub-systems, and 
the ACTRA server as the main communications and control hub for each signal system. All 
of the signal controllers and the master controller (ACTRA Server) will be connected with 
each other using the communications system. The master controller will communicate with 
all controllers on its sub-system using the communications network. 

3.3 CCTV System 

The CCTV system has many uses. The predominant use of this device is for traffic 
monitoring for incidents and congestion. Other uses include: traffic counts, remote signal 
operation verification, special event monitoring, and incident response planning. With 
additional software for license plate recognition, a rudimentary origin – destination study 
would be possible. Ideally, the system would have complete surveillance coverage on all 
arterial and collector routes for incident management purposes. However, this plan would 
not be economically prudent. Therefore, this study has focused on the major high traffic 
roadways and the current commercial districts along with the other areas identified as 
“Activity Nodes” on the “Future Development Map” provided in the City of Johns Creek
Comprehensive Plan 2030.  A copy of this map is included as Exhibit 3.  

The major high traffic roadways identified in this plan are listed below: 

SR 141/Medlock Bridge Road 
State Bridge Road 
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Old Alabama Road 
Jones Bridge Road 
SR 120/Abbotts Bridge Road 
McGinnis Ferry Road 

The “Activity Nodes” identified in the Comprehensive Plan 2030 center around the 
following intersections: 

SR 141/Medlock Bridge Road at State Bridge Road 
SR 141/Medlock Bridge Road at SR 120/Abbotts Bridge Road 
SR 141/Medlock Bridge Road at McGinnis Ferry Road 

Old Alabama Road at Nesbit Ferry Road 
Old Alabama At Jones Bridge Road 
Jones Bridge Road at State Bridge Road 
Jones Bridge Road at SR 120/Abbotts Bridge Road 

CCTV locations have been identified in the area of these intersections along with several 
dispersed along the roadways where fiber is to be located. Exhibit 4 is a map showing the 
existing and proposed fiber with the existing and proposed CCTV locations overlaid in the 
general area of where the cameras should be located. Final location will be determined at 
the time construction plans are developed for these future projects. 

3.4 Information Dissemination 

A very large volume of data could be collected by the various ITS components. The 
historical data could be used for a variety of purposes including conducting traffic 
operations studies and evaluating incidents such as vehicular crashes. Real time data could 
be made available to other local and state agencies through direct and broadband 
connections. The general public could be provided with real time data by broadcasting to 
media outlets, the National 511 system and through the internet. The internet platform 
currently in use is the NaviGAtor system. All data collected by the Johns Creek ITS will be 
made available for public dissemination on the Johns Creek website.  This information can 
also be located on the GDOT NaviGAtor site. This will ensure that the data collected by the 
Johns Creek system will have the widest available audience. A map of the Johns Creek 
network should also be included on the NaviGAtor site. Other possibilities for 
disseminating information would include RSS feeds, cell phones, PDAs and on-board 
navigation devices such as GPS receivers. 

The types of real time data made available should include everything obtained by the 
system components such as travel times, speeds and delays on various segments and real 
time video from surveillance cameras. Access to the data, including modification rights, 
should be tightly controlled. This can be accomplished through a multi-tiered system 
consisting of various stakeholders. At one end of the spectrum, access to the data would be 
limited to read only for live data and historical data and no control over any ITS 
components would be available. The other end of the spectrum would include every level of 
access to all data as well as real time control over all ITS components. 
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There are four levels of stakeholders envisioned in this Master Plan. The first level includes 
all users of the information. This level includes the general public, adjacent local 
government agencies, Johns Creek emergency operations (Police and Fire Rescue) and 
traffic engineering. These stakeholders will have access to live and historical data including 
traffic volumes, speeds and video images from any one of 22 existing and proposed 
surveillance cameras distributed throughout the system. 

The second level of stakeholders includes all of those listed in the first level with the 
exception of the general public. If the system becomes slowed down due to a large volume 
of data being transmitted across the system, such as during an incident, stakeholders in this 
level will have first priority to receive video and data transmission. This will allow first 
responders, from adjacent cities and counties, access to real time information. This 
invaluable information will enable them to assess the situation, coordinate with Johns Creek 
emergency managers and make decisions on dispatching emergency response teams to the 
incident site. As a secondary function, this information will provide traffic management 
centers in adjacent jurisdictions with the information they need to re-route traffic through 
the use of Dynamic Message Signs, GPS receivers and other on-board traffic information 
devices. They will also be able to retime traffic signal systems on adjacent routes to 
accommodate the additional influx of traffic that is being re-routed around the incident site. 
In the event that an incident occurs outside of Johns Creek, but adjacent to the city limits, 
emergency managers in the adjacent jurisdiction could request control over ITS components 
including surveillance cameras, dynamic message signs and traffic signal system controllers. 

The third level of stake holders are the emergency management teams in Johns Creek. Police 
and Fire Rescue can request control access of ITS components to gather information about 
the incident through video surveillance cameras or to send out public service messages such 
as Amber Alerts. Johns Creek traffic management personnel would work with the City’s 
emergency responders to evaluate the situation and decide on the most appropriate detour 
routes. Then, using all available means, the traffic management center would communicate 
detour routes and information on travel speeds and delays to motorists and public 
transportation staff. 

The fourth level of stake holders would include only the Johns Creek traffic management 
personnel. They would have access rights to all of the information on the system and active 
control over all ITS components. This would include pan, tilt and zoom for all surveillance 
cameras, messages on dynamic message signs, and adjusting traffic signal system 
controllers. For the traffic signal system controllers, traffic management personnel could 
adjust system parameters such as cycle lengths, offsets and splits during various times of the 
day as needed to fine tune the system. During periods of low volume, when certain traffic 
signals are operating in “free” mode, traffic management personnel could adjust local 
timings on an “as-needed” basis in response to complaints from the public or based on 
observations of traffic flow using the surveillance cameras and information provided by the 
system on travel speeds and volumes for various segments. 

Live data, not counting live video feeds, should be updated at least once every 30 seconds. 
Live video feeds should be updated as quickly as the processor has the ability to scan the 
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image. As funding becomes available and as technology advances, the capacity of the TCC 
to process and disseminate information will increase significantly. 

3.5 Fiber Network 
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Section 4 – Improvements Needed 
4.1 Communications Network 
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4.2 Corridors for Surveillance 

Of these routes, SR 141/Medlock Bridge Road has been identified by GDOT as a “Route of
Regional Significance.” The route of regional significance program is being proposed to 
allow GDOT more control over major cross jurisdictional routes. This is being done due to 
the historic problems of inter departmental cooperation. The hope is to improve peak hour 
trip times through better signal coordination and improved arterial ITS deployment and 
monitoring. The plan is for GDOT to take a more proactive role in signal maintenance and 
timing during the peak periods. Additionally the state will monitor the corridors for 
incidents and adjust the signal timing in the case of backups. The primary routes for traffic 
flow and speed monitoring are SR 141/Medlock Bridge Road, McGinnis Ferry Road and 
State Bridge Road. 

4.3 TCC Design 

TCC Software 

1. The TCC shall have system software that meets the above functionality to provide 
the services to meet the goals for the project. 

2. The TCC software has not been determined to date. Georgia Department of 
Transportation is currently under contract with DELCAN to incorporate their 
Intelligent NETworks software as the “NaviGAtor II” system.  In this plan,
equipment is recommended that will meet the minimum requirements of this 
system. It is recommended that this, along with other various systems, are reviewed 
and evaluated to determine if they will meet the functional requirements and 
provide the required services. 

3. The TCC software will be housed on the TCC Server. 

TCC Office Equipment 

1. Traffic Monitoring Displays: The TCC will be equipped with up to three large flat 
wall-mounted screen displays (42” to 50”). Connection to the displays can be made 
via Ethernet and a local-area network (LAN). 
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2. Operator work station - For ease of access to the ITS and TCC systems, one work 
station will be required and shall be housed in the TCC. This work station will be a 
standalone machine that will not serve any other function except to control the traffic 
signal system and ITS devices. The DELCAN recommended system, and minimum 
requirements, for this workstation is shown in Table 2, (equivalent computers could 
be utilized). This workstation should not be on the same network used by that the 
remainder of the city offices. Employees that need access to the ITS can gain that 
access at the appropriate level from anywhere on the Johns Creek network (another 
office or through VPN to the network). 

3. Traffic Control Center System Server –This server will run the TCC software and 
will interface with the signal system, CCTV control system and DMS control system. 
(System requirements have been requested waiting on response to include in this 
section) 

4. An additional server may be required to store archived data. 

5. Georgia DOT has purchased a statewide license for the use of ACTRA Server and 
workstation software for use by counties and municipalities. An additional server 
will be needed to communicate with and control traffic signal controllers. 

6. Additional Server/Workstation may be required to access GDOT NaviGAtor 
system, which will be supplied with the latest GDOT TCC software to access their 
system. (this is optional depending on how GDOT elects to operate their system) 

Table 2: 

TCC Personnel 
No additional personnel will be required to be housed in the TCC or man the TCC on a 
continual basis. 
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4.4 Potential Projects 

Projects currently identified as having ITS components included are as follows: 

 DOE Grant – Develop ITS Master Plan, replace existing inoperable cameras along SR 
141/Medlock Bridge Road, extend fiber communications to McGinnis Ferry Road, 
convert signal communications to Ethernet, establish TCC at Johns Creek City Hall, 
establish link between field devices and TCC. 

 GDOT Project No. - MSL-0004-00(429), P.I. No. 0004429 – Widening & Reconstruction of 
McGinnis Ferry Road Sargent Road to Chattahoochee River. This project will install 
fiber optic cable along McGinnis Ferry Road from Sargent Road to Kemp Road along 
with fiber along SR 141/Medlock Bridge Road down to East Johns crossing. Project is 
under construction at this time. 

 GDOT Project No. - CSSTP -0008-00(425), P.I. No. 0008425 – Widening of SR 961/Old 
Alabama Road from CR 65/Jones Bridge Road to CR 111/Buice Road. This project will 
widen and reconstruct Old Alabama Road to a two lane roadway with raised median 
and turn lanes at some locations.  Fiber has been requested in this project. 

 GDOT Project No. - STP-2868-(1), P.I. No. 752660 – Widening of Old Alabama Road from 
Buice Road to SR 141/Medlock Bridge Road. This project will reconstruct and widen 
Old Alabama Road to three lanes.  Fiber has been requested in this project. 

Table 3 represents the proposed projects identified in this plan.  The table is formatted with 
the geographic grouping of the segments. 

Table 3 - Proposed Project List 

Construction Cost Estimates for Johns Creek ITS Expansion 
Road Segment From

Abbotts  Bridge Road 

Jones Bridge Road 
Abbotts  Bridge Road 
Jones Bridge Road 
Abbotts  Bridge Road 
Abbotts  Bridge Road 
States Bridge Road 
Kimbal Bridge Road 
Mt. Pisgah Church 
Driveway 
Mt. Pisgah Church DW
Jones Bridge Road 
Old Alabama Road 
Skiddaway Drive 
Skiddaway Drive 

To

Sargent Road 

Sargent Road 
McGinnis Ferry Road 
Parsons Road 
Old Alabama Road 
States Bridge Road 
Old Alabama Road 
Morton Road 

Medlock Bridge Road 

Jones Bridge Road 
Medlock Bridge Road 
Alvin Road 
St. Georgen Common 
St. Georgen Common 

Segment 
Cost

$722,340 

$839,755 
$232,900 
$356,755 
$250,100 

$1,026,760 

$451,835 
$485,475 

$89,450 
$98,700 
$98,700 
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Table 4 below lists the projects in priority grouping of those projects. This table is expanded 
to also show the devices and upgrades to be installed in these projects and segments.  This 
expanded table is included as Exhibit 2. 

Table 4 – Priority Listing of Proposed Projects 

Construction Cost Estimates for Johns Creek ITS  Expansion 

Road Segment From To Segment 
Cost

Priority 
Group 
Costs 

Jones Bridge Road Parsons Road 

Abbotts  Bridge Road States Bridge Road 

Skiddaway Drive St. Georgen
Common 

Kimbal Bridge Road Morton Road 

States Bridge Road Old Alabama Road 

Jones Bridge Road Medlock Bridge Road 

Jones Bridge Road Sargent Road 

Abbotts  Bridge Road McGinnis Ferry Road 

Old Alabama Road Alvin Road 

Mt. Pisgah Church Driveway Jones Bridge Road 

These projects total $2,956,311 when a 10% contingency is included. 
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Johns Creek Signalized Intersections 

1. SR 120/Abbotts Bridge Road @ Boles Road 
2. SR 120/Abbotts Bridge Road @ Sweet Creek Road 
3. SR 120/Abbotts Bridge Road @ Northview High School 
4. SR 120/Abbotts Bridge Road @ Parsons Road 
5. SR 120/Abbotts Bridge Road @ Addison Way 
6. SR 120/Abbotts Bridge Road @ Jones Bridge Road 
7. Haynes Bridge Road @ Alvin Road 
8. Haynes Bridge Road @ Publix 
9. Jones Bridge Road @ Promenade 

10. Jones Bridge Road @ Waters Road 
11. Jones Bridge Road @ Buice Road 
12. Jones Bridge Road @ Taylor Road 
13. Jones Bridge Road @ East Fox Court 
14. Jones Bridge Road @ Sargent Road 
15. Jones Bridge Road @ Douglas Road 
16. Kimball Bridge Road @ Ocee Elementary School 
17. McGinnis Ferry Road @ Douglas Road 
18. McGinnis Ferry Road @ Jones Bridge Road 
19. McGinnis Ferry Road @ Seven Oaks 
20. McGinnis Ferry Road @ Hospital Parkway 
21. SR 141/Medlock Bridge Road @ Hospital Parkway 
22. SR 141/Medlock Bridge Road @ Johns Creek Parkway 
23. SR 141/Medlock Bridge Road @ Bell Road 
24. SR 141/Medlock Bridge Road @ SR 120/Abbotts Bridge Road 
25. SR 141/Medlock Bridge Road @ Skyway Drive 
26. SR 141/Medlock Bridge Road @ Parsons Road 
27. SR 141/Medlock Bridge Road @ Wilson Road 
28. SR 141/Medlock Bridge Road @ Medlock Bridge Parkway 
29. SR 141/Medlock Bridge Road @ St. Ives Country Club 
30. SR 141/Medlock Bridge Road @ State Bridge Road 
31. SR 141/Medlock Bridge Road @ Medlock Crossing Parkway 
32. SR 141/Medlock Bridge Road @ Old Alabama Road 
33. SR 141/Medlock Bridge Road @ Bobby Jones Drive 
34. Old Alabama Road @ Buice Road 
35. Old Alabama Road @ Country Club of the South/Hunts Pointe Drive 
36. Old Alabama Road @ Autrey Mill Middle School/Cherbury Lane 
37. Old Alabama Road @ Jones Bridge Road 
38. Old Alabama Road @ Preston Oaks Drive/Breckenridge Close 
39. Old Alabama Road @ Timberstone Road/Holy Redeemer 
40. Old Alabama Road @ Brumbelow Road/Feather Sound Court 
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41. Old Alabama Road @ Newtown Park/Fire Station 
42. Old Alabama Road @ Haynes Bridge Road/Rod Road 
43. Old Alabama Road @ Kroger/Old Alabama Crossing Shopping Center 
44. Old Alabama Road @ Nesbit Ferry Road/Mt. Pisgah School 
45. Old Alabama Road @ Mt. Pisgah Church West 
46. Sargent Road @ Findley Road 
47. State Bridge Road @ St. Georgian Place 
48. State Bridge Road @ Parkway Baptist Church 
49. State Bridge Road @ Home Depot 
50. State Bridge Road @ Medlock Crossing Parkway 
51. State Bridge Road @ State Bridge Elementary School 
52. State Bridge Road @ Twingate Drive/ Morton Road 
53. State Bridge Road @ Abberley Township 
54. State Bridge Road @ Jones Bridge Road 
55. State Bridge Road @ Kroger/Saddle Brook Shopping Center 
56. State Bridge Road @ Ocee Elementary School 
57. State Bridge Road @ Kimball Bridge Road 

Flashing Caution Signals 

1. Jones Bridge Road @ Barnwell Road 

Vehicle Approaching Signs 

1. Bell Road @ Rogers Circle 
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Exhibit 5:  Project Priority Listing 
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